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Titebond” 


., The Experts Titebond 


My handcrafted wood furniture business relies on 
quality supplies and materials. Without them, | 
wouldn't be able to offer my customers the level of 
excellence they demand. That's why | trust Titebond, 
and have for many years. Titebond gives me the 
confidence | need to produce my best work. 


‘TY. Fine Furniture 
tyfinefuriture.com 


Titebond offers the most comprehensive assortment of glues for 
bonding wood, including Titebond Original. For more information 
‘on the right glue for your next project, visit 
call 1.800.347.4583. 
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cuts :) 
s 
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TAKING MEASURE 


Inspire, then inform 


hanks for all the great feedback on the update of WOOD” 
T magazine, which rolled out in issue 234 (September 2015). 

“Inspire, then inform” is the principle that guided our efforts 
during the redesign process. In other words, if we don't present to 
you projects that make you want to run out to the shop and build 
them, then the completeness and accuracy of the article doesn’t 
matter—you're probably not going to read it. 

As woodworkers, we need to chant that same “inspire, then 
inform” mantra when we pass our skills down a generation or two. 
Someone in their teens or early 20s might not get too excited about 
a blanket chest, but if you told her she could build her own 
skateboard or electric guitar? Now you've got her attention! Thus 
inspired, you can now mentor her as she builds. 

Case in point: Our daughter Katie never expressed much interest 
in woodworking during her first 19 years. Then, last spring, she 
texted mea photo from her 3-D art class at college—a selfie of the 
first cuts she made on a tablesaw. When she came home the next 
weekend, she completed a nice little shelving unit of her own. 
design with only a little guidance from her (very proud) dad. Katie 
enjoyed the experience so much, we built a desk when she came 
home for the summer. Without the inspiration of building 

something she had designed herself, she 
had little motivation to become informed 
about woodworking. 

For young people, woodworking (or 
electronics or metalworking) is the means, 
not the end. That’s why current technolo- 
gies, such as robotic routing (CNC), laser 
engraving, and 3-D printing, give me hope 
for the future of woodworking. When those 
CNC-cut parts need an unbreakable joint 
and that laser-engraved panel needs a 
mitered frame, those cool tools and 
cutting-edge projects that inspire them give 
us an opportunity to inform them about 
our favorite hobby. 


See you in the shop! 


\ 


Dave Campbell 
dave.campbellemeredith.com 


Katie clamped scrapwood 
blocks ther shelving unit to 
keep everthing square during 
‘ing and assemby 
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In THis ISSUE OF 


OCTOBER 2015 - ISSUE 235 


PLANS 


26 Secret-compartment Platform Bed 
Below-deck drawers replace a dresser; 
hidden storage conceals common clutter. 

38 Arch-leg Keepsake Box 
The perfect project for those special exotic 
Scraps you've been hoarding. 

44 Triple-duty Workstation 
Cut sheet goods with tablesaw accuracy, 
and assemble panels and projects. 

55 Mallet 
Persuade joint assembly or tap into hand- 
cut dovetails with this easily turned tool. 

58 Cover Project: Storage Bench 
This Greene & Greene-influenced bench 
proves as practical as it is pretty. 


78 Shop Project: Saw-blade Caddy 


TOOLS & TECHNIQUES 


32 Installing Cabinet Hinges 

Learn how to choose and mount four 

common hinges for face-frame cabinets. 
42 Four Easy Joints from Your Dado Set 
50 Shop Test: Pneumatic Brad Nailers 

Some of today’s bradders can split a 

crosshair to punch in a fastener precisely. 
68 Make Perfect Frames 

It's more than making miters. Jim Heavey 

Guides you through the process. € 
72 Top Tools for Making Your Own Lumber 
76 Hide Sand-through on Veneered Ply 
80 Tools & Materials 

Compact compressors, Kreg Foreman, 

slow-speed grinders, and more 


DEPARTMENTS 


1 Taking Measure 
Backing youth into woodworking 
4 Wood-Wide Web 
Mitersaw mania, MDF methods, and more 
6 Sounding Board 
Your voice, your projects, your shop 
12 Ask WOOD 
Cut crown molding with no slips, 
14 Shop Tips 
Holey drawer bottoms, Batman! 
22 Unvarnished 
Nick Offerman on Gumption 
88 What's Ahead 
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WooD-WIDE WEB 


y WOODMAGAZINE.COM 


mmmMDF : 
METHODS Y 


>What is MDF? woodmagazine.com/whatismdf Y 
> Solid joints in MDF: woodmagazine.com/MOFjoint y 


> Plywood/MDF combine for the best of both worlds: y 
woodmagazine.com/combocore y 


mmmmmmmmmmmmmMITERSAW 
MANIA 


Which mitersaws made the cut with 
our editors and readers? Find out at 
reviewatool.com/mitersawreviews 


mmmmmmmmmMARKDOWN 
MONDAYS 


Check woodstore.net every Monday for single-day deep discounts: 
August 17: Free downloadable plan with project kit purchase 
August 24: 60% off WOOD magazine back issues 
‘August 31: 50% off traditional workbench plan 

September 7: 40% off all turning plans 
‘September 14: 50% off pendulum cradle plan 
September 21: 40% off all cabinet & storage plans 
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PACKED WITH FEATURES 
FOR TRUE PRECISION ROUTING 


te od Po-, 
<A 
/ 


DESIGN 


Take routing to the next 
level with the router-table 
system that delivers incredible 
accuracy, simple setups, and 
rugged construction to meet 
the demands of the most 
discriminating woodworker. 


New Features 
Include: 


(NEW Self-Squaring 
Fence System 


Adjustable Measuring Scale 


INCLUDED gates 
Micro-Adjust Wheel 


® 


‘See these and all of the great features online at kregtool.com 


www.kregtool.com | 800.447.8638 
CELEBRATING 25 YEARS 


SOUNDING BOARD 


YOUR VOICE 


ost my house and garage 
workshop in a tomado in November 
2013. One of the insurance adjusters 
asked if | had sold any projects made 
in my shop. Fortunately, had not. 
Everything | did was for personal use 
or gifts. It turns out, if | had sold 
projects, my agent says my shop 
could have been classified as a 
business, and all my equipment 
would have required a separate 
insurance policy in order to be 
replaced. This is something most 
woodworkers probably don’t think 
about, but should be aware of 
Check to make sure your shop is 
covered for disasters like this. 

—Terry Godar 
Mechanicsburg, Pa. 


“Woodworker” or “carpenter”? 
We asked our Facebook community where they draw the line, 
ifany, between carpentry and woodworking. 


A 


Mike Barnett: Chris O'Malley: 


Carpentry is known as the “master 
trade” because you have to have 
working knowledge of all the 
other trades in order to 
accommodate the needs of the 
tradesmen working behind you. 


Michael Walker: 
A carpenter isan installer and 
assembler of pre-made goods. 
A woodworker is an artist, 


WOOD: magazine never uses outside parties to solicit subscription renewals, The safest, 
easiest way to renew your subscription is witha credit card onlin at woodmagazine.com/ 
myaccount. Ifyou have questions about a renewal offer you've recelved, please call our 
customer service lin at 800-374-9863, and selec option 1, Were happy to help 


Connect with us 


twitter.com/ 
‘WOOD_magazine 


 £| facebook.com/ 
‘woodmagazine 


E-mail woodmail@woodmagazine.com; or write to WOOD magazine, 1716 Locust St, 


When | asked my old tutor the 
difference between a carpenter 
and a cabinetmaker, he told me, 
“An eighth of an inch!” 


PROFESSIONALS HOBBYISTS 


John Allen Russell: 

They're like doctors: Brain 
surgeons (woodworkers) do the 
refined work; others (carpenters) 
work on the whale bod. 


Jeremy Urban: 
We both like beer, tools, and 
wood! 


202,700" 


pinterest.com/ 
woodmagazine 


Co 


. 


1-253, Des Moines, 1A $0309; or call 800-374-9663, option 2. 
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Bi 
We Also Make These Kits... 


PIZZA CUTTER _ LID OPENER BOTTLE OPENER NAPKIN RING HOLDER FUSION RAZOR 


[snite Your, Imagination! 


¢ Over 1,000 individual * Quality Components 
items available « Concerned Customer Care 
+ Reliable Products ¢ Technical Assistance 


Designing and making kits for wood workers for over 28 years. 


Order online www.bereahardwoods.com or call 1.877.736.5487 


BereaHardwoods, «. ire ar The 


18745 Sheldon Rd Middleburg Hts., OH 44130 ¢ bereahard@aol.com 
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YOUR PROJECTS 


Tim Smith of Dover, Del, buit 
this oak coffe table asa git 
for his son. 


With the help of plans from issue 230 (Dec/Jan 2014/2015), Marv Glemming 
of Omaha, Neb, crafted this walnut dining table. 


Craig Woodhouse of Paradise, Cali, made dozens of downsized 


| m ue 7 | rippling-wave keepsake boxes from issue 228 (October 2014), 
| 4 
at 
_ ay DI These stools, made of sugar maple by Luke Steeves 
| 7 i of Elgin, New Brunswick, prominently display the tap 
. FP PRD) toies where syrup spies pierced the tree. 


Send us a photo of your work 
Want to see your work showcased in WOOD"? 
Send a digital photo of your completed project 
to woodmail@woodmagazine.com. 
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SpeedBrace 


STEALTH. HO 


The Stealth Speedbrace supports your 
countertop and bar overhangs with no 
visible kicker or expensive corbels. A pair 


2 of HD braces will support 500 pounds 
2 of weight and a pair of Stealth (below) 
Fy 11/4" braces will support 300 pounds! Sold 
a individually. 
s 
a 
be " Great for... 
* 1/4 to 3/8" steel * Countertops & bars 
* Black & primed (12” only) * Dishwasher installation 
* Countersunk screw holes * Extra Bracing 


Patent Pending 


SEEM Description Part Number Price 
©, [HD Primed 12” Stealth Speedbrace | SB-12 HD STEALTH PRIMED | $12. 
El sod \ [HD Black 16” Stealth Speedbrace [SB-16HD STEALTH BL___| $24.00 
—— 308" "\, [HD Black 24” stealth Speedbrace | $B-24 HD STEALTH BL 


PER PAIR (HD Black 30” Dishwasher brace $B-30 HD STEALTH BL $45.00 


SpeedBrace 


STEALTH. 


+ 3/16" to 3/4” steel 
* Black, white (12” only) & primed finish 
* Countersunk screw holes 


30” HD Dishwasher Brace 


Great for... 

* Countertops 30 

* Bars 

Extra Bracing - 

Creates a floating countertop! 

Description Part Number Price $10 OFF Youp 
12" Black Stealth Speedbrace |SB-12STEALTHBL _—_—*| $10.00 | oe’ vert ORDE, 
"12" Primed Stealth Speedbrace ‘SB-12 STEALTH PRIMED I ee 
12” White Stealth Speedbrace | SB-12 STEALTH WH NO BULL 
"16" Black Stealth Speedbrace [SB-16 STEALTH BL 
116” Primed Stealth Speedbrace ‘SB-16 STEALTH PRIMED ONIN ON, 
[24” Black Stealth Speedbrace ‘SB-24 STEALTH BL $16.00 a 
[24” Primed Stealth Speedbrace [SB-24 STEALTH PRIMED 316.00_| 
30” Black Stealth Speedbrace $B-30 STEALTH BL $18.00 3/4" 
30” Primed Stealth Speedbrace ‘SB-30 STEALTH PRIMED $18.00 PERPAIR 3/4” Til 
Patent Pending 


USE DISCOUNT CODE 
SBWOOD15 
YFastCap’ www-astcap.com © (888) 443-3748 EXPIRES 11/06/2015 


SOUNDING BoARD 


YOUR SHOP 


shop outgrew both his garage and his 

basement. The solution? Build a two- 
story garage and use the 700-square-foot 
upstairs for woodworking. To maneuver 
wood and sheet goods up the stairs, he 
hinged the stairwell guard wall on one end 
so it swings like a gate. 


Pp ennsylvania woodworker Todd DiOrio’s 


Wanting something different from plain 
plywood sheets for the flooring, Todd 
ripped the sheets into 6"-wide strips, screwed 
and plugged the ends for a plank-floor look, 
and finished it with polyurethane and 
bowling-alley wax. @ 


Show us 

your shop 

Send digital photos of 
your shop to 


and we may showcase 
it ina future issue 
‘of WOOD" magazine! 
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SAVE UP TO 


OR MORE ON YOUR 
WINTER HEATING COSTS* 


energy saving 
easy install 
ultra-safe 


healthy 


envi 


wall-mounted room heater 


heats room for as little as 4 cents per hour* 
installs in minutes, no drill; plugs into outlet 
leave unattended 24/7; cool to the touch 
doesn't blow dust & allergens 

100% Electric; gentle whole room warmth! 
fanless with auto dimming power light 

slim design, 19” wide x 22" tall x 2" thin! 


easy to use thermostat; great for any room! 


3 


 webate fr deta) | YON OFF Coupon 5081510 | 2ormane ISN OFF Coupon: P591515 | Free Shipping to USA & Canada* 
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+ 23° 


French 
doors 
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Todd's main shop area makes a logical anc convenient work triangle from the tablesaw to the 
+ workbench tothe mitersaw/mortiser stations, 


Ask Woop 


YOUR QUESTIONS 


Stop, in the name of accuracy 

During a recent DIY project, I struggled 

while cutting crown molding on my miter- 

saw. I angled the molding against the fence 

and table, but the pieces kept sliding around, 

J making the cuts unsafe and inaccurate. Can 
you help? 


—Steve Jones, London, Ontario 


You were using our preferred technique for 
cutting crown, Steve: holding it upside down 
in its “spring” position (the angle at which it 
mounts to the wall). But to prevent slippage, 
you need something to anchor the molding 
on the saw. You have two options: 

Option 1: Commercial stops. Nearly all miter- 
saw manufacturers sell crown molding stops 
as accessories, They mount to the saw’s table 
vvia tapped holes; you then adjust them for- 
ward and backward [Photo A] to secure the 
molding against the fence. 

Option 2: Shop-made stop. If you prefer to 
make your own from scrap material, simply 
hold the molding against the fence at its spring 
angle and mark the table [Photo 8]. Then, 
clamp in place a scrap stop that extends 
beyond each side of the blade [Photo C]. 


> Seeking advice from 
other woodworkers? 
woodmagazine.com/ 
forums 


Or drop us an e-mail 
askwood@ 
woodmagazine.com 
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BUY THREE 
GET 3 FREE! 


Folding Sawhorses Cordless Tool Station 


A p Ee _ f 
Extending Tablesaw Stock Support Infeed/Outfeed Stock Support Miter-sanding Jig 


woodmagazine.com/sioniree 


Add six $3 plans to your cart to receive the discount. 


SHop TIPS 


WORK FASTER, SMARTER, SAFER 


This drawer divides to conquer clutter 

When building cabinets for my shop, I Scrapwood dividers with ¥4" dowels 
wanted a drawer design that would prevent mounted in an edge drop right into the 
dust build-up and would accommodate _ holes. My tools stay organized while dust 
adjustable dividers. The answer: drawer bot- drops through. 

toms made from perforated hardboard. —George Sicord, Port Elgin, Ont. 


aa. : Tips earn up 


to $150. 


y | if your tip is the best of the issue, 
AIR: | itwins Top Shop Tip honors, 
Zc pyp and yourecvea OO] PYIZE worth 
] 2 
J atleast $300) 
 —_— | Send your tip, photos or drawings, 
—— ._andcontact info to, 
— shoptips@woodmagazine.com 
For sending this issue's Top Shop Tip, George receives an AirTech HP Because publish original ti 
high-performance airfiltration unit from JDS Tools worth $380. please sala to rile od 
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Penn State Industries 


Top Quality, Great Prices and Expert Advice! 
1-800-377-7297 - www.pennstateind.com 


Patent No.: US D682,352 5 


Bolt action handle 
smoothly advances 
and retracts the refill! 


“Wow! You Made a Bolt Action Pen?” 


Discover the joy of making this completely original and irresistibly Original Bolt Action Pens 
fun Bolt Action pen, a gift that will be hard for any hunting or 
target-shooting enthusiast to put down. 


Completely Authentic Gun Metal shown 
Every detail, from the one of a kind bolt-action mechanism to the 
precision-engineered components, was carefully designed to ensure 
uniqueness and reliability. The realistic bolt-action handle smoothly 
advances and retracts to securely lock the refill in place. Includes a 
bolt-action rifle clip and replica 30 caliber cartridge and rose gold 


.24kt Gold shown with refill tracted 
ltemé 4 Sh 2549 SOF 


tip for added authenticity. You can even reverse the bolt for left Chrome (shown above) ¥PKCPBOID. «$12.95 $12.05 $11.15. $10.25 

handed operation! Gun Metal #PKCPBOD —«$12.95. $12.05 $11.15 $10.25 
24kt Gold +#PKCP8000 14.95 $13.95 $12.95 $11.95 

Easy to Make Antique Brass +#PKCP8040 ee ne fs aM 95 

So easy to make on a lathe, no one will believe you made something 

of this quality in 15 minutes. Requires mandrel, bushings 3 Bolt Action Pen Kit Starter Package 

(Item #PKCP3O00BU $5.95) & 3/8" drill bit (Item #PKEXEC-3/8 $3.95) You get one of each pen in 24kt Gold, Gun Metal and Chrome plus 

the 3/8" drill bit and 2pc Bushing Set 

Our Customers Love Their Bolt Action Pens! #PKCPBAPAK SAVE $8 Only $42.75 SAVE 16% 

Rod R. of VA wrote, “This pen kit is Awesome - I LOVE IT!” 

Daryell S. of TN wrote, “I am extremely delighted with this pen. Deer Hunter Bolt Action Pens 

The look and feel is remarkable and the craftsmanship is perfect. 

This already has become my best selling ink pen.” = 

More at Pennstateind.com ‘Antique Brass 


See our full selection of Bolt Action Pen kits including Magnum 
and Mini styles. Search “Bolt Action Pen Kits’ on our website, 


Easy to start with a FREE DVD! A $20.95 Value! 
Our FREE 45 minute instructional pen making DVD is packed with tema 14 5M 4950+ 


all of the info you need to start making pens. Order item #DVD Antique Brass APKCPBDHAB $16.95 $15.95 $14.95 $13.95 
Antique Pewter 4#PKCPBDHAP $16.95 $15.95 $1495 $13.95 


Antique Pewter 


For dust-collection match-ups, this tennis ball 


SHop TIPS 


Struggling to come up with a waytoconnect Using hole saws the same diameter as the 
a shop vacuum to the odd-size port on a hose and tool ports, respectively, I drilled 
sander, I spotted a tennis ball installed as a__ through a tennis ball to make a custom-fit 
rail-guide bumper on my bandsaw, Eureka! adaptor. It works great! 


This hole patch really 


drives home the point 


After accidentally drilling 
hinge holes on the wrong side 
of a jewelry box, I wrestled 
with how to hide the error. The 
holes were too small to patch 
using a plug from a typical 
plug cutter, so instead, I turned 
to the shop pencil sharpener. 
By sharpening the tip of a 
small dowel the same species 
as | used for the box’s construc- 
tion, gluing the point into the 
hole, and sawing off the dowel 
using a flush-cutting hand 
saw, the unsightly hole virtu- 
ally disappeared. 

—Ken Thayer, Blythewood, 5.C. 
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—Bob Muller, Westford, Mass. 


1. Sharpen piane Tons and tune handplanes 
2. Clean pitch from Sanding belts and qi : 
+3. Empty your ‘offeut bin, he 
4. Sort: through old finish 
have hardened, 
5. Sort loose fasteners, 


hes and discard any that 


For help completing 
1g these tasks, visit: 
Noodmagazine.com/octoberchechlist 


continued on page 18, 
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MWODCRAFT 


New From Record Power — Incredible Set 
Of Carving Tools, Vise & Mallet 


12-Piece Carving Set - Includes Educational Booklet & DVD - 160877 

hisels Made Of Spring Alloy Steel To Retain Good Cutting Edge 

* Ergonomically Shaped Handles Suited For Hand And Mallet Work 

* Booklet And Tutorial Style DVD Offer Easy-To-Learn Techniques From 
Internationally Acclaimed Carver Mike Davies 


Carver's Vise - 160879 
« Lightweight, Portal 
© Clamp On Any Si 


face Up To 4" Thick 


Carver's Mallet - 160880 

* Weighs 15 Oz, Overall Length 10" With 2%4"(Midpoint) Head 
* Well-Balanced, Ideal General Purpose Tool 

* Suitable For Delicate Work And Roughing-Out 


[DU OFina Your Loca! Woodcraft store Or For A Free Catalog, Visit woodcratt.com Or Call 1-800-225-1153, 
For Information On Woodcraft Retail Franchise Opportunities, Visit woodcrafttranchise.com 


QUALITY WOODWORKING TOOLS 


SUPPLIES * ADVICE® 


1SWi10H 


FREE Ductwork Plan 
Plus Save $100 when you 
purchase any S-series 
Tempest™ cyclone! 

Use Code WOOD37 

Call 1-800-377-7297 to redeem 
Offer expires 11/1/15, Offer not val 
Cnline Prices subject to change 
without notice. 


Clean Air!\Clea 


Nanofiber eats the 
competition's dust! 


(FREE with any Tempest Cyclone!) 


cyclonic separation process 
and dust particles to bs 
near surgical quality air and 
iminating dus 


arran 


SAVE on any system you buy! P5| offers a variety of discounts 
and offers on dust co! too numerous to list here. We're your 
te resource for everything you need to get the job do 
the best deal on the system sized perfectly for your 
I at (215) 676-7606 x16. 


Top Quality, Great Prices and Expert Advice! 
1-800-377-7297 « www.pennstateind.com 


SHop TIPS 


A better way to butter your biscuit slot 


I like biscuit joinery; it’s simple, fast, and 
helps align pieces during a glue-up. That 
said, spreading glue evenly inside a biscuit 
slot can be a pain. So I made this simple 


First, 
trace around the 
Wood biscuit. 


Second, 
trim off the waste 
and sand totthelline, 


hardboard 


spreader by cutting one end ofa scrap of ¥"- 
thick hardboard to match the profile of a 
biscuit. Simply apply the glue, and you're 
biscuit-ready. 


—Serge Duclos, Delson, Que. 


Chalk up this tip to better 
shop organization 
Have trouble remembering that to-do 
list for the shop or house? Need a way 
to keep track of who borrowed a tool? 
‘Try this simple trick. Take the doors 
off your shop cabinets and paint all or 
part of them with chalkboard paint. 
To the bottom of the cabinet, add a 
small shelf to hold chalk and an eraser. 
—Rich Miller, Fort Payne, Ala, 


KNOBS/PULLS 
SQUARE-HEAD NAILS 


CLOCK BEZEL 
PENDULUM MOVEMENT 


PLANE DOWN MAPL 


SHELLAC 118 cur 
DENATURED ALCOHOL 
{Rorm4or, Fes} 


yay CHEESECLOTH 


FRIDAY NIGHT ME 


LOG ITER 


The € PRESSURE 
eg Tier TN! 


continued on page 20 
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Earlex 


SPRAYPORT 


Introducing the SprayPort’ 6000 Series 
for a Flawless Finish 


* Compact and robust 2 or 3-stage turbine 


* Pro-8” non-bleed gun in gravity or pressure-fed 
options for superior atomization 


* 25' Lightweight and flexible HyperFlex” hose 


mA (HINT 0) M 
Wdannenrnd 110117 ine 
TTT EPPREE A) ue 

yt 


yueyye 


DO IT ALL 


WITH A SUPERMAX 19-38 


19-38 DRUM SANDER 

Engineered for ease-of-use and maximum 
functionality, the 19-38 can tackle any 
sanding job in your shop! 


MACHINE OVERVIEW 


sand 19” ina single pass, 
38” in a double pass! 


Sand as thin as 1/32”, as 
thick as 4”, as short as 2-1/4" 


* INTELLISAND Technology 
auto-regulates the conveyor 
speed, preventing gouging, 
burning or damaging stock! 


* Power requirements 110 Volt, 
20 AMP service 


> Visit SuperMaxTools.com for full specs and dealer locations, 


SuperMax 


—~Tools/ 


SuperMaxTools.com 888.454.3401 


SHoP TIPS 


Install T-nuts easily with this 
ace of spade bits 
Recessing T-nuts flush with the surface of a shop jig requires at least 
two bit changes with standard drill bits. So I came up with an easier 
way. By modifying a" spade bit using a grinder and file, I now drill 
a¥' hole for a bolt, a Ye" hole for the T-nut’s barrel, and a 34" coun- 
terbore for the T-nut's head all with one bit. @ 

—Lynn Potter, Green Valley, Ariz. 


Grind away 
this partion 
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V Reliably Low Prices 
v Bree ToUse Website 
V Huge Selection 


V Fast Shipping =ROCKAUTO. COM = 


Cail. rockauto.cOM— = av rye PARTS YOUR CAR WILE EVER NEED 


a CNC PIRANHA Fx. CARVES, LASER ENGRAVES #0 30 PRINTS 


a 
THE MAKE ANYTHING MACHINE. 
“Carve, Laser & 3D Printing Modules 
- Copy/Recreate with the optional digitizer 


- Works on wood, aluminum, soft metal, 
and plastic 


- Easy to use with robust, professional 
capabilities 


Design software included 


From small shop production 
to idea fabrication... 


J = Next Wave 


Metal Carving 


vit nesbaedeuubemnation. com ALUTOMANS\ 


UNVARNISHED 


STRAIGHT TALK FROM THE WOOD-WIDE WEB 


Editor's note: Gumption: 
Relighting the Torch of 
Freedom with America’s 
Gutsiest  Troublemakers 
(New York, Dutton) is the 
latest book from woodworker, 
humorist, and actor Nick 
Offerman (Parks and 
Recreation, 21 Jump Street, 
‘The Lego Movie). Gumption 
is Nick's irreverent tribute to 
America’s founders, the free- 
thinking idealists ~~ who 
followed in their footsteps, 
and the creative individuals 
who inspire all those around 
them—people who embody 
‘gumption in a variety of ways. 
Nick calls it his “mixtape of 
great Americans,” 

In thes : following excerpt, Nick recalls his visit to 
Gannon & Benjamin Marine Railway, where 
he got to meet one of his heroes, boatbuilder 
Nat Benjamin. Nat’s boatyard builds and 
repairs wooden boats using traditional 
methods and materials. 


e met Nat at the shop, aka the rail- 
W way, named thus for the actual steel 

rails that run fifty yards into the 
water, upon which a boat of a weight up to 
dozens of tons can be rolled into and out of the 
harbor’s water. It was amazing to see in person 
the old barn in which I had remotely viewed 
and read of so much mastery. As in all my 
favorite shops, the tools and machines were 
ancient and brown and heavy, thickly squat- 
ting upon their cast-iron bases. Our foursome 
immediately launched into the classic shop- 
geek rap, admiring exceptional examples of 
band saw and planer and lathe (pre-World 
War II!). 

Tasked Nat himself why one should choose 
wood over any synthetic hull, and his answer 
was most satisfying: “Sailing a wooden boat is 
asymphony of sound above and below deckas 
the sea rushes by. She also talks to you—a 
creak here, maybe a groan or two when driven 
hard. The glow of varnish, salted-down 
wooden decks, bronze patina, and the struc- 
tural timbers and fine joinery—all the lovely 
details give us a visual feast of grace and 
beauty. And a wooden boat smells so good.” 


“The glow of 
varnish, salted- 
down wooden 
decks, bronze 
patina, and the 
structural timbers 
and fine joinery—all 
the lovely details 
give us a visual 
feast of grace and 
beauty. Anda 
wooden boat smells 
so good.” 
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ny Resta 


Pata bye 


There’s an important distinction to be 
made here: The people who inspire me 
never seem to be looking to maximize 
profits. They have an understanding that 
life's rewards are to be found much more 
in the difference between sanding, say, 
white oak and sanding fiberglass and 
epoxy. Interestingly, these artisans and 
freethinkers still manage to lead a life of 
richness and sometimes even prosperity. I 
must admit that the more my woodshop 
relegates itself to solid-wood craftsman 
ship versus fabricating cookie-cutter items 
out of man-made “wood” products like 
medium-density fiberboard, the better we 
seem to feel. 


——— 
“You don't have to build the whole boat 


at once; you just have to make the first 
piece, and then you make the second 
piece, and so on.” 


We were then flatly astonished when 
we cruised across the road to the larger 
build shed, in the yard of which were 
several boats being stored for the wint 
Inside, there was an enormous Hong 
Kong schooner built in 1957 to a Spark 
man & Stephens design. 

The vessel was stripped down to the 
frames and planks of the hull, and it was 
mind-boggling as Nat walked us through 
each piece of the puzzle and how it would 
fit back together. That's always an impor 
tant key for me when I consider any project 
“impossible’; | first consider the fact that, 
“well, somebody has done this already, so 
it can be done.” Then I remember the 
advice of Ted Moores, my teacher in canoe 
craft—you don't have to build the whole 
boat.at once; you just have to make the first 
piece, and then you make the second piece, 
and so on, Still and all, this stem-to-stern 
overhaul that Nat was undertaking would 
make a grown man weep. Even, perhaps, a 
grown woman. 

We asked Nat what price an overhaul 
like this would run a person, to which he 
replied, “About a million.” As we stood, 
blinking and nodding with false under 
standing, as though we hadn't just 
[soiled] ourselves, he continued. “That's 
considerably cheaper than building 
new.” Okay, so wooden boats aren't the 
cheapest investment out there, but then 
when I stack it up against a wooden-slab 
dining table from my shop that goes for 
ten thousand dollars, it seems rather a 


continued on page 24 
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Bitten by the boatbuilding bug himself, Nick Offerman fits the hand-shaped wainut-and-ash deck on his cedarstrip canoe, 


Huckleberry. 


New router, table, and bits! 


Product details at mlcswoodworking.com 


Phenolic Router Table and "X1" Fence 
” x 32" top. Deluxe double 
el X1 Fence with two track mountit 
system and 1/32 x 1/16" spacer bars to offset fet 
face. See combos at micswoodworking.com. 


U-Tum Router Lift 

Keep work on the table and 
adjust the router from the 
side. Professional quality lift 
handles big 4.2" diameter 
motors, With over 3” of travel, 
make router bit changes above 
the table 9563 / 9562 


Edge Banding and 
Flush Trim Router Bits Set 


Disguise ugly plywood with a finished edge. 
on shelving and cabinets. Includes three 
carbide tipped, 1/2” shank router bits. 7828 


Buy online or call 800-533-9298 


SMLCS 


mlcswoodworking.com 


Rocky 30 Trim Router 


High performance, variable 

t0.30,000 rpm) 

or! Compact, heavy 

duty, laminate trimmer with 
aluminum housing. 9056 


Boatbuilder Nat Benjamin, right, discusses the under-repair 
yacht taking shape in his boatyard, Nat must keep track of a 
growing jigsaw puzzle of parts as each piece is removed for 
repair or replacement. 


on 
“Their techniques may be centuries old, 
but they are becoming largely lost to us in 
this modern era of mass-production and 
computer-generated 3-D printing.” 


bargain. The table has maybe ten parts, and 
most of that price is the labor and the cost of 
a large slab of tree (usually around two or 
three thousand dollars). A boat certainly has 
more than a hundred times as many parts, 
all of them curved. In boatbuilding, fine- 
furniture making, and home building, if 
anybody's getting rich, it’s generally not the 
men and women swinging the mallets. So 


Make picture 

frames in one 
mainioiios ASS With Eagle 

router bits! 


Spline Jig Pro for table saws 


Thousands of 
router bits , tables, 
jigs &joinery systems. 


#1 Router Bit Made In The USA! - 800-872-2511 


what is it that drives these goofy boat- 
builders, if not the almighty dollar? 

Part of it, for Nat, is simply knowing 
that he and his shop mates do things in 
the best possible way they can be done. 
Their techniques may be centuries old, 
but they are becoming largely lost to us 
in this modern era of mass-production 
and computer-generated 3-D printing. 

I think that part of what defines gump- 
tion involves a willingness, even a hun- 
ger, for one’s mettle to be challenged. Nat 
finds no use for a computer in his work, 
especially when it comes to designing 
and lofting, even though most modern 
designers have switched to CAD pro- 
grams. The familiar note here seems to 
be that people with gumption will bristle 
when less is required of them. A part of 
human nature tends toward laziness and 
comfort, which is the part being so lucra- 
tively exploited by corporations, but 
there is a more noble part: the portion of 
the human spirit that revels, not in ease, 
but in having its capabilities tested. These 
estimable characters know the profound- 
est, bone-deep satisfaction of having 
themselves challenged by the world, and, 
relying only upon their human capabili- 
ties—their gumption—they not only win 
the contest, but they infuse those around 
them with the inspiration to shine as 


well. # 


Reprinted by arrangement with Duttan, @ member of Penguin 
Group (USA) LLC, A Penguin Random House Company. 
(Copyright Nick Offerman * 2015 


D>For better or worse, Nick Offerman is known for 
his wood shop (offermanwoodshop.com); his two 
books, Paddle Your Own Canoe and Gumption; and 
a varity of acting roles he's assayed over the years, 
including Ron Swanson and Metal Beard. 
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p> THE WORK SHARP 3000 |S THE COMPLETE SHARPENING SO 
FOR= WOODWORKERS THIS AWARD-WINNING seAIR-COOLED. 
SHARPENING SYSTEM 1S DRY, FAST, EASY °AND PRECISES 


Sharpen and hone your chisels and plane bladesup to2. ides» 
to a perfect 20°, 255/307) 0r35° bevel angle! 


Also sharpens carving tools, lathe tools and more: a 


Active air cooled sharpener With routed air flow.and heat sink gaia 
is designed to quickly and easily sharpen your chisels and flate 
blades without overheating the steel Sno Water mess 


Sharpens knives and carving tools at 
angles from 10° to 35° using a combination of flexible abrasive belts 
and precision sharpening guide. Create the sharpest blades you've 
ever had with speed, ease, and repeatability. 


Sharpens and hones flat blades up to3 
Wide to any of these angles: 15°, 20°, 25°, 30°, 35°, 40°, 45%, 50° or 60°. Also 
sharpens a 1° micro bevel onto your blades. Honing quide induded 


Sharpens lathe tools quickly and easily. 
Attach Tormek’ turing tool jigs and improve your freehand 
sharpening to ensure precise, consistent results. 


WORK workswarPTools.com 
SHARP (800)597-6170 


SBORNE S& 


Wood Products, Inc. 


Cap 
oat 


with secret storage 


full, but those Christmas sweaters and 

spare bedsheets still need a home. With a 
contemporary look that blends with any 
decor, this captain's bed offers stylish, 
under-the-deck storage. Conceal those 
pesky throw pillows behind the fold-down 
headboard. Need a hiding place for those © 
Christmas presents? Stow them in the secret 
compartments running down the center of 
the bed. 


| t's an age-old quandary—the closets are 
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33 = =| abc feet of 


=e 


5 Aas 


hidden 
space 


Begin below decks 
Cut parts A-E to size [Materials List, Draw- 
ing 1]. Make one end panel (A) from oak 
plywood, the other from Baltic birch ply- 
wood. Glue the edging (E) to the ends of the 
end panels and dividers (B). 


Glue and screw together two base divider Get a free plan to 
assemblies (B/C/E) [Drawing 1, Photo A]. build a right-angle 


Then, glue the base divider assemblies to the brace. 


spacers (D) and attach the end panel assem- —_ woodmagazine.com/ 


blies (A/E). brace 


a Aaa) 


‘An angle brace keeps things square. Clamp a right-angle brace in place to square the dividers. 


(8) tothe long ris (C) before gluing and screwing them in place. 


‘Give your frame rigidity. Screw the ends ofthe side supports (F) fish with the top an outside 
‘edges ofthe end panel assemblies (A/E). Then, measure between the dividers (B) to ensure 


they're square before driving screws into them. 


Cut parts F-K to size [Drawing 1]. Glue 

and screw the side supports (F) to the 
base assembly (A-E) [Photo B]. Glue and 
screw the end rail (G) to the oak plywood 
end panel assembly (at the foot of the bed), 
with the bottoms of the end rail and the side 
supports flush. Repeat for the head rail (H) 
on the other end panel assembly (A/E), but 


with the top edges flush. (This allows you to 
slide the slats (L] into place later.) 

Attach the side rails (I) to the side sup- 

ports (F) [Drawing 1a, Photo C]. Glue on 
the caps (J, K), flush with the outside faces of 
their rails. Cut the slats (L) to size, test for fit 
in the base assembly, then round over their 
long edges. 


Hide your serews. Glue and clamp the side ral (I) o the side supports (F) with their bottom 
edges flush, then drive sorews through the inside face ofthe side supports. 


[Erronr section view 


28 
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D Waal 
Pinch these pennies. To ensure an even reveal when attaching the bumpers (Q),dry-fit lid (0) 
and slide pennies between the bumpers and lid. 


Raise the lid for clamping success. Leave room for your clamp jaws when gluing and clamping 
together the lid assemblies (0/R/S) by slipping a piece of sorap under the assembly to serve 


Construct the cargo holds 

Cut drawer parts M-Q to size. Glue and 

pocket-screw the fronts/backs (N) to the 
sides (M) [Drawing 2]. Attach the bottoms (P) 
with glue and screws. 

Rout the bullnose on the outside edges of 

the bumpers (Q) and glue them to the 
drawer sides using a lid (O) and pennies as. 
spacers [Photo D]. Cut a shallow rabbet in the 
face of each lid so the bottom continuous 
hinge’s [Source] leaf its flush with the lid. 


asa riser. 


Cut the spacers (R) and handles (S) to 

size. Glue a spacer to each lid. While the 
glue dries, rout the cove along one edge of 
each handle. Glue the handles to the spacers 
[Photo E]. Attach the lids to the drawers. 

Test the fit of the drawers in the base 

‘assembly. If they fit satisfactorily, drill 
two holes in each drawer side (M)—1" from 
the bottom edge of the drawer—to fit the 
binding posts for attaching the wheels. Cut 
the false fronts (TT) to size and shape [Drawing 
2], then set them aside. 


{2 | DRAWER 
EXPLODED VIEW 


> Plywood is seldom 
the exact thickness it's 
sold as. Use calipers 
to determine the 
plywood's thickness 
before planing the 
spacer and handle 
stock. 


Pocket screw holes 1 
oA \ 
x 


Pilot holes 


‘Go overboard fo simplify screwing through the back (V) into 
the uprights (WV) and sides (X), hang the assembly over the 


Giue up; don't cut down. Rather than glue up a rectangular 
panel forthe side table tops/bottoms (BB) then cutit to 
shape, ge together two smaller panels to form the cutout 


Give your side tables a lift. To aid in attaching the side tables 
(AA-DD) to the headboard, rest the side table on 3'-thick 
sorap spacers 


‘edge of a stable surface and screw from below. 


> Learn to apply 
iron-on edge banding. 
woodmagazine.com/ 
irononedging 


Black 
continuous 


30 


Assemble the headboard 

Cut parts U-Z to size [Drawing 3]. Apply 

iron-on edge banding to all plywood 
edges that will be exposed in final assembly 
[Drawing 3}. 

Cut the uprights (W) to shape [Drawing 3], 

then glue and screw the shelf cleats (Z) to 
them, Next, drill pilot holes and pocket- 
screw holes in the inside faces of the uprights 
and sides (X), respectively, before attaching 
them to the back (V) [Photo F]. Cut the bevel 
on the top front panel (U) and check for fit. 

Glue up or cut parts AA-DD to size 

[Drawing 4, Photo G]. Glue and screw 


Threeway 
ball-style 
grab catch 


os 


<19"bevel 


together the side tables, then glue and screw 
the tables to the headboard assembly (V/W/ 
X/Z) [Photo H]}. 

Mark and drill the screw holes for the con- 

‘tinuous hinge in the mating edges of the 
front panels (U) [Photo |] and install the hinge. 
Glue and clamp the lower front panel to the 
uprights and sides (W, X), then glue and 
clamp the spacers (EE) in place [Drawing 3]. 
Mount the catches [Source] to the upper front 
panel and uprights [Photo J]. 


HEADBOARD 
EXPLODED VIEW 


Edge banding 


HEX" 
FH.screw 
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Slip in spacers. To create the space needed for the 
hinge barel, slide 4" spacers between the two front 
panels (U) before marking the screw holes. 


‘Aig the catches perfectly With the three-way bal-stle grab catches 
attached tothe bottom face ofthe upper front panel (U), position the pane 
atop the uprights (W). Mark the screw postions ofthe catch on the uprights 
to ensure a perfect fit ofthe two-part latch without complicated measuring, 


Apply a finish 

Remove all hardware prior to finishing. 

To achieve the bed’s dark, rich color, we 
used General Finishes Java gel stain on all 
exposed oak surfaces. The birch plywood 
substructure was taped off before staining 
and left unstained, as were the drawer boxes. 
Follow with a clear topcoat such as polyure- 
thane, coating all surfaces. Reinstall all 
hardware after the finish has dried. 

Mount the wheels, and screw on the 

drawers’ false fronts (T). After moving 
the bed into the bedroom, kick back on your 
completed project for a well-deserved rest. 


> Apply a dab of 
threadiocker to the 
binding posts to 
ensure the wheels stay 
on with extended use. 


‘SIDE TABLE 
EXPLODED VIEW = - 


18 


af 
pocket screw 


Project design: Job Olson 
Iustrations: Lona Johnson 
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> This project requires three sheets of %" oak 
plywood, one sheet of ¥" Baltic birch plywood, 
two sheets of " Baltic birch plywood, 25 
board feet of 4/4 poplar, and 50 board feet of 
4/4 oak. Download a free cutting diagram at 
woodmagazine.com/capnbedCD. 


Materials List 


FINISHED SIZE 


end panels 
dlviders 
Tong rails 11" 73H" BP 
spacers 6a 11K" BP 
edging iw 1H 0 
side supports 2" 75%" 0 
end ail a 56" 0 
head rail 2" 56" 0 
side rails 
side caps 1" 76h" 0 
end cap iW 54K" 0 
slats 

M_ sides 

Nfonts/backs 

0 ids We 19" 224" BP 6 

P bottoms 22" 2%" BP 6 

Q bumpers “KOH DoH PAD 

R spacers wor i" 0 6 

S handles ww 19” 0 6 

T false fronts we 9K" 24" OP 6 

U- front panels Wt 25 

V__ back w 4g" 

Wo uprights m8 

X sides #8 

Y shelf Ww Te 

Z shelf cleats wD 


‘AA sidetable backs #8 
BB sdetable tops/bottoms "18" 
CC sidetablelongsides "18" 
DD  sidetable shortsides "10" 
EE spacers ws 


Material key: 8?-Baltc bic pywood,0P-oak plywood, 0-oak, 
pola. 

‘Supplies i" washers, #6x'4" flathead screns, 48x14 flathead 
stres, #8x:4" flathead sores, 1% pocket scres, 36 ion-on oak 
edge banding 

‘Bits: 14" round-ove,%bullnose, and 36" cove router bts 


Source: 
Al hardware purchased from MoMastr- Car (momastt.com),630-833- 
(0300: 15"ong binding posts (24, no, 980024208, $5.43 per 10; 
Econo-ite polypropylene wheels (28), no, 2781772, $1.47 ea, zinc 
Plated ste! continuous hinge with holes, 14" wide (2), no, 1608A51, 
$12.8 per 6 length; black-painted steel continuous hinge with holes, 
196 wide (1), no, 15694938, $30.91 per 6 length; three-way allstye 
gab catch chrome rsh (2), no, 179014, $5.13 ea 


al 
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Installing Hinges 


| on Faceframe Cabinets 


European hinges hide completely inside a 
full-overay or inset door. That, combined 

with user‘riencly soft-closing options and 
adjustability in tree planes, justifies their 
ielaively high prices for many users, 


No-mortise inset hinges 


enable a clean look 
with none ofthe door 
edge exposed, but they 
don't have a self-closing 
mechanism, so you'lineed 
| toadd a catch. 


Full-overlay hinges instal 
easily, but fully exposed door 
‘edges can look bulky by 
today’s standards for seek 
cabinetry 


Partial-overiay hinges work 
with doors showing ess 
bulk, and install nearty as 
easily a fl-overay hinges. 
Stil alot of hinge shows. 


oday’s hardware universe offers a 
T nearly limitless variety of cabinet-door 
hinges. To keep things simple, we'll 
focus on four types for installation on easy- 


to-make face-frame cabinets (as opposed to 
frameless or “European” cabinets). The best 


Full-overlay hinges: 


As the name implies, full-overlay hinges 
work with doors that cover, but do not fit 
inside, a cabinet opening. With no reveal to 
worry about, slight misfits don't show. 

Before buying a face-mount hinge for this 
type of door, you'll need to know how much 
larger your doors are on each side than the 
cabinet opening. A 3" overlay is common, 
but these hinges also come in 4", 4’, and 
more rarely, 4" and 1" overlay configura- 
tions. 

To install these hinges, first lay out the 
hinge locations on the door. (See the Skill 
Builder on the next page.) Snug the hinge 
barrel [Photo A] against the door's edge [Draw- 
ing 4), and drill pilot holes into the door stile 
to prevent splitting. (To drill perfect pilot 
holes, see Self-centering bits make perfect pilot 
holes below right.) Screw the door leaf to the 
door back, then flip the door face-up and 
center it on the case opening. 

To center the door, subtract the overlay 
dimension (%" in this case) from the face- 
frame stile width (2" here) and set your 
combination square to the resulting dimen- 
sion (15s"). Now use the square to position 


‘square, measure near the top and bottom ofthe door to 
ensure parallel, Repeat using the face-frame ral 
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hinge for your application depends on the 
type of door you're mounting, as well as the 
desired look and functionality. Here you'll 
find time-tested tips for installing each type, 
as well as some exciting hinge innovations 
that will improve your end result. 


Tip! Always install 


This way you can 
fine-tune any installation 
mistakes without 
damaging the finish. 


Simple and forgiving 


Eno coor moaitiations 
required. Full-overay hinges 
require only that you dil pilot 
holes forthe mounting screws 


the door [Photo B]. 

To ensure that adjacent doors align, clamp 
a ledger board to the face frame, as shown in 
the Shop Tip on page 35. If the cabinets aren't 
yet installed, lay them on their backs so you 
don't fight gravity while installing the doors. 

Aswith any hinge, don't drillall the frame 
holes or install all the screws at once. Drill 
and drive a single screw in each hinge to 
secure the hinge on the face frame while you 
make minor adjustments. When you're sat- 
isfied with the fit, drill and drive the remain- 
ing screws into the frame. 


SKILL BUILDER 


Self-centering 
bits make perfect 


pilot holes 


Cut down on misaligned holes and 
sstapped:-off screws by using a self-centering 
bit commonly called a Vix bit) when diling 
pilot holes for hinge screws, Available in 
‘many sizes, these bits have outer sleeves 
that perfectly center te bitin a hinge’s 
mounting holes. Adjust driling depth by 
loosening a setscrew on the bit body, 


Shop for seff-centering bits, 
‘woodmagazine.com/scbits 


ror view 


Reveal: the gap between 
the cabinet frame and 
the edge of an inset 
door. 


P Lear to build 
frame-and-panel doors. 
woodmagazine.com/ 
frameandpanel 


Partial-overlay hinges: For a lighter look 


Hing 
Shoalter 


Inset (Rabbet depth) 


Tite hinge determines 
rabbet size. Cutthe door's 
rabbet so its depth equals 
the hinges inset, and its 
width equals the hinge lp. 


‘These hinges combine the ease of installation 
with the simplicity of full-overlay hinges, 
but work with doors rabbeted on their backs 
in order to hide half of their edge thickness 
[Photo C, Drawing 2). 

When sizing the door for a partial-overlay 
hinge, multiply your overlay dimension (36" 
in this case) by 2, and then add the result to 
the width and height of the cabinet 
opening. Subtract 4" from the resulting 
dimensions to give the door some clearance 


SKILL BUILDER 


Hinge-placement 


precision 


When positioning hinges, youl find 

these guidelines helpful: 

4. For hinges exposed on the 
outside ofthe door, simply align 
the end of each hinge withthe 
ras inside edge (see drawing). 

2. For European cup hinges 
mounted to typical cabinet 
dors, center the cup hole about 
4 from the top or bottom of 


the door, 


3. Doors taller than 30, wider than 
24°, or weighing more than a few 
Pounds, may require three or 
more hinges. Check with the 
hinge-maker’s specifications for 
load-bearing capacity, and 
space the middle hinge(s) 
evenly between the top and 


bottom ones. 


Frame rail 


Eftor view 


from the face frame on all sides [Drawing 3). 
Now cut a rabbet around the back of the 
door to match the shoulder in the hinge. 

‘These hinges install in much the same 
manner as their full-overlay counterparts: 
After marking the hinge location, attach the 
hinge door leaf to the back of the door. 

Position the door vertically and drive the 
frame-leaf screws. There’s no need to center 
the door horizontally in the opening as 
long as you place Yis’ spacers between the 
hinge shoulder and the inside edge of 
the face frame when you drill and drive the 
leaf screws. With the hinges secured, remove 
the spacers. 


Bisze A PARTIAL-OVERLAY DOOR TO FIT THE CABINET OPENING 


Cabinet face frame 


Height of door = A + (overlay dimension x 2) - 14" 
Width of door = B + (overlay dimension x 2) -4" 
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Inset hinges: Hiding in plain sight 


Often used in furniture, inset hinges and 
the doors they support give a clean, tidy 
appearance. Inset hinges work well on cabi- 
nets, too, but don’t usually have the handy 
self-closing feature found on other hinges— 
you'll need a catch to keep these doors 
closed. When shopping for inset hinges, 
look for ones with screw slots in place of 
circular holes [Photo D] to provide more 
adjustability. 

To determine the size of your doot,  Eisiots nlp ts. Look ior inset 
measure the thickness of the hinge when hinges with screw slots that allow 
closed, multiply by 2, and subtract the result —_forsight vertical and horizontal 
from the width and height of the cabinet — *diustments after mounting 
opening. If the opening isn’t exactly square, 
cut your door 4" wider and longer to give 
yourself extra material for fitting. © 

To install these hinges on the door, deter- 
mine hinge location as before, butt the hinge 
shoulder against the door edge and back, 
and drill pilot holes centered in the screw 
slots. Drive both screws [Photo E]. 

When installing the door, use a ledger 
board (below right) to set the vertical spac- 
ing, and attach each hinge to the face frame 
using only one screw, Check that the door 
swings freely and has an even reveal, then 
drive the remaining screws. 


SHOP TIP 


Line ’em up with a 

ledger board 

In the course of building and installing more than 200 
cabinet doors, reader Dick Babbitt of Friday Harbor, 
Washington, developed this simple, time-saving 
‘method for installing hinges on doors. Key to his 
method: a ledger board that supports and aligns the 
doors, right. “Use a straight scrap of wood at least as 
ong as the cabinet, and position it parallel to the 
bottom rail quickly and easily using 44" spacers,” Dick 
advises. “In addition to making hinge installation easy, 
the board perfectly aligns the bottoms of multiple 
doors,” A ledger board helps your install inset doors, 
too. Simply position the ledger board 46" above the 
‘bottom cabinet rail as shown, below. 


Egror view 


‘Shoot for the center. Drive screws inthe center ofthe hinge 
slots to maximize adjustability, Dil and drive the center screw 
after making adjustments, 
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D Free hinge-locating 
jig plan: 
woodmagazine.com/ 
hingejig 


Since their arrival on American shores sev- 
eral decades ago, these hinges [Photo F] have 
become the standard in manufactured cabi- 
netry for good reason. Though several times 
more expensive than the other hinges shown, 
in this article, European hinges (also known 
as 35mm or cup hinges) hide entirely inside 
a door [Drawing 5], come in configurations 
for full-overlay and inset doors, and offer 
user-friendly features such as self-close and 
soft-close (the door slows toward the end of 
its close instead of banging shut—see Bang a 
door no more next page). They also offer more 
adjustability than other types, enabling you 
to move an installed door about 4%" in all 
three planes: in and out, up and down, and 
side-to-side. 

Begin the installation of these hinges by 
drilling a flat-bottom 35mm (or 13") hole 
on the back of the door stile. That hole 
houses the hinge’s round cup. The position 
of that hole, and the screws that secure the 
cup side of the hinge, vary by manufacturer 
and model. If you're installing more than 
a couple of doors it’s a good idea to make a 
drilling template for quickly marking those 
hole locations. 

‘Attach the cup side of the hinge with its 
arm positioned 90° to the door edge and 


Tibow ou see them. But one installed, you see na 
‘race of the hinge on the outside ofthe cabinet, providing 
a clean appearance. 


snap the clip side of the hinge onto it. Rest 
the door on a ledger board clamped securely 
in place, and while holding it in the open 
position with one hand, use your other hand 
to position the clip’s stop tangs on the edge 
of the face frame [Photos G and H]. Drill screw 
pilot holes in the center of the clip’s slots and 
attach the top hinge first by driving the 
upper screw. Do the same to the lower hinge. 
Now drive the remaining screws, as shown 
on page 32. Remove the ledger board, then 
close the door(s) and make any necessary 
fine adjustments. 


types of doors; you simply need different hinge clips attached to either the inside edge or back sie ofthe face frame, 


Optional 


° soft-close 


device 


Tip! To keep things 
manageable while 
attaching European 
hinges, magnetize 
‘your driver bt to hold 
‘ascrew, freeing your 
hands to hold the 
door and drill/driver 
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Bang a door no more 


{you want to put an end to nerve-shattering cabinet-door closings, simple rubber bumpers won't do the trick. Instead, install a soft-closing 
device that dramatically slows the closing motion before the door contacts the face frame. You have muttiple options, below. We show Blum 
products, but other manufacturers offer similar items. 4 


> Source: Blum hinges 
‘Add-on soft-close device 


s Soft-close mechanism for attachment ‘Same rhechanlan for cabinets with ‘and soft-closing 
ae anes ee to single-door cabinet. side-by-side doors, mechanisms: Rockler, 
below right) 800-279-4441, 

rockler.com, 


‘Blum hinge with sel-close 
‘but not soft-lose. 


Same hinge with addition 
of internal sof-close 
mechanism. 


Produced by Bil Krier and 
Nate Granzow wi Kevin Boyle 
lustrations: Kur Schultz 
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Keepsake Box 


A basic but beautiful box rises 
from a few scraps of wood. 


Spalted maple 
with wenge 
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the most bang for your exotic-wood 

buck. Less than two total board feet 
does it, plus a foot or so of aluminum rod 
anda scrap of %4" plywood. 


H ere’s the perfect project for getting 


First, build the box and lid 


Some of the fun in making this project 
comes in choosing its two contrasting ‘miracle of masking tape. Lay the box sides and ends in order ona lat surface with their 
miters snug together before appiying tape. 


woods. We used spalted maple, Douglas fir, 
and lacewood for the boxes and lids, and 
complemented those with wenge handle 
ends and legs. Less-exotic but still-effective 
combinations include oak/walnut and 
‘maple/cherry. 
Cut a %x2%4x24" blank for 
the sides (A) and ends (B) 
[Drawing 1]. Miter the sides 
and ends to final length. For 
clean miters we used an 
80-tooth blade in the tablesaw, and 
a wood miter-gauge extension to pre- 
vent tear-out. 
Cut the groove in the sides and ends 
[Drawing 1]. Saw the bottom (C) to size 
and check for a snug fit in the groove. 
‘Assemble the box [Photos A and B]. == = 


Remove excess glue and check for tight t's awrap. Place gue in the groove and on the mites, wrap the sides and ends around the 
miters before setting aside to dry. bottom (C), and secure with one more piece of tape. 


execoven view 


14" aluminum rod 
4" long 


"round-over : 
onbottom edges ! 
; 


Center 
handle onlid. —¥4"hole%he" deep 


#4x1"FH. screws ~ 


Ye" groove %a' deep 
Ye" from bottom edge 


Y'hole | 
Yet deep | 
| 
4 


4! round-overs 


oom 


Mitered 
ends 


¥' aluminum rod 
34" long 
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Spray-adhere a copy of the drilling tem- 

plate [Drawing 2] to a 3x6" piece of %" 
hardboard and drill the three holes. Clamp 
the template to a box side (A), flush with the 
top and ends, and drill the three holes [Draw- 
ing 1, Photo C]. Repeat for the other side. 

Cut the lid (D) to size, then drill and 

countersink the pilot holes [Drawing 3). 
Raise your tablesaw blade to 134" high, stand 
the lid on end, and guide it along your table- 
saw rip fence to cut the rabbet on one end of 
the lid bottom. Repeat for the other end. 
Now, raise the blade to 1/4" high and repeat 
for the lid’s edges. Round over the outside 
edges of the rabbeted surfaces. 


‘Atemplate ensures consistency. Whether you're making one box or dozens, guarantee 
‘accurate hole placement and depth by using a driling template and a dil press. 


Now, add the legs and handle 
Cut two %4x3'%x74s" blanks for the legs 
(E). Make two copies of Drawing 2 and 

apply one to each leg blank. Cut the legs to 

shape, staying just outside the lines. 
Attach the drilling template to a leg using 
double-faced tape, aligning the bottoms 
and centering the holes in the template over 

the holes in the leg pattern. Drill the %c'- 

deep holes [Photo D]. Repeat for the other leg. 

Sand the legs to final shape, remove the pat- 

tern, and round over the edges where shown. 
Cut a %x1x344" blank for the handle 
ends (F), and attach to it a copy of Drawing 

4. Cut the blank in half where shown, secure 


Epritune TEMPLATE/LEG FULL-SIZE PATTERN 


One template does ital. By using the same template to dril the box sides and leg (shown. 
here under the template), the holes will always align. 


each in a holder (a wood handscrew works 
well) and drill the holes where shown. Cut 
and sand to shape, remove the patterns, and 
sand the round-overs. 

Cut six pieces of 4" aluminum rod 9" 

ong for the leg standoffs, and one handle 
piece 4" long. See Tips for working with metal 
rod, next page. 

Mix up a small amount of epoxy and 

place some into the leg and box holes. 
Place the standoffs into the box sides, align 
the legs over the standoffs, and clamp 
together the assembly. 

Apply double-faced tape to the bottoms 

lof the handle ends (F). Insert (no epoxy) 


t e 4 
Whole he doe ; 
oninsidetaceofiigs + 3 
hardboard 
template P 
/ | \ 
| i \ 
| he" round overs 
it | 
os 
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un Bottom view Sf"round-over 


5 = — 


we 


Materials List 


Ber ® , oe 


id 
plot ole E legs 
ee F handeends = 1M" 


2 
2 
1 
1 
2 
2 


‘Parts intial cut oversize. See the nstrocton. 
Materials key: -iac2v00d, P-plynood, W-wenge 
‘Supplies: #4" fathead sews, Yet2" aluminum rod 

Bits: "Forster il bt; 30" and 34" round-over outer bits 


AJ Produced by Bil Krier with Kev 
4 Project design: Kevin Boyle 
Th Iustrations: Roxanne LeMoine 


14 | HANDLE ENDS FULL-SIZE PATTERN 


round-overs 


the handle rod into the handle ends. Center 
that assembly on top of the lid [Drawing 4], 
press into position, and extend the pilot 
holes %" into the handle ends. Remove the 
tape and screw the handle assembly in place. 

‘Apply a clear finish to all wood and metal 

surfaces. We sprayed on three coats of 
clear satin lacquer. # 


Cutapart —_%"hole %" deep 
here, measured from cut 


+ 3y%" + 


SHOP TIP 


Tips for working with metal rod 
‘A few short pieces of metal rod go a long way 
in lending sophistication to this keepsake box. 
Try these tricks for working effectively with 
various types of metal rods. 

1. You'll commonly find rod in brass, aluminum, 
and steel. Regardless of type, polish it with 
progressive grits of coarse, medium, and fine 
abrasive pads, such as Scotch-Brite. You can 
darken the steel and stave off corrosion by 
applying gun blue (available at sports and gun 
stores or at woodmagazine.com/gunblue). 
Aluminum and brass will also tarnish, so be 
‘sure to coat those with a finish that imparts 
very little amber color, such as lacquer. 

2. To cut metal rod cleanly and squarely, build 
a holder with a groove that matches the rod 
diameter. Align the end of the rod with the end 
of the block and cut into the block and through 
‘the rod with a hacksaw. The kerf will guide your 
saw in cutting more pieces to the same length. 
Use sandpaper to remove any burrs on the Prepped to perfection, After removing the tamish on 
cut ends. brass and aluminum, treat with a protective clear coat. 
Gun blue provides an even tint on steel. 


Basie metal-prepping supplies. Work through a 
progression of abrasive pads to remave tanish. Then, 
protect and darken steel with gun blue. 


ES 


Block out bad cuts. A simple grooved block of wood 
holds metal rod steady for clean cuts of consistent length 


‘Three rod metals to suit your tastes. Use brass, steel, or 
‘aluminum to give your bax a slightly different far, 
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th a good stacked-dado set costing from $80 to 
$270, you may be thinking twice about pulling 
the’ trigger on that purchase. To help justify 


Spending so much, consider the fast, effective joinery you 
can¢rank-obt using only « tablesaw and dado set. 


mu |p Ll 


1. Dado or groove joint 

You cut these narrow channels in different 
directions: Dadoes go across the grain; 
grooves run with the grain. Not only do they 
add significant mechanical strength to butt 
joints, but also the "walls" of the dado or 
groove provide additional glue surface area 
for superior bonding. 


wy Miter-gauge sn ~~ 


To prevent tear-out, use a 


zero-cle 
miter-gauge extension. 


Wi 
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ince insert and a 


Zero-clearance 
insert 


2.x Rabbet joint 
A partial groove or dado cut along the end 
or edge of a workpiece, a rabbet allows you 
to attach a cabinet top, bottom, or back flush 
with the adjacent workpiece. 

He how: Install your full dado set and 
clamp an auxiliary rip fence to your table- 
saw’s fence. Bury part of the blade in the 
fence by lowering the blade below the table; 
moving the auxiliary fence over the blade; 
and, with the saw turned on, slowly raising 
the blade into the auxiliary fence. You can 
now fine-tune the width of your rabbet by 
adjusting your rip fence instead of the width 
of your dado set. 


= 
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3. Tongue-and-groove joint 

In this joint, the center tongue of one board 
(about ¥% the thickness of the board) fits into 
the groove of the adjoining board. This pro- 
vides a strong mechanical bond while 
aligning your boards—ideal for edge-to- 
edge joints. 

Here's how: To perfectly center the groove, 
set the rip fence to locate the groove approx- 


4, Hatt-tap joint 
For a frame joint far stronger than a miter, 
make it a half-lap by cutting away half the 
thickness of two boards where they overlap. 
A stacked-dado set hogs out the waste 
quickly and smoothly (below). 

Here's how: Set your blade depth to 
slightly less than half the thickness of your 
workpiece. Position the rip fence so the dis- 


imately in the center of the board; cut the 
groove. Then, rotate the workpiece 180° and 
make another pass with the workpiece’s 
opposite face against the fence. For the 
tongue, use an auxiliary rip fence and cut a 
rabbet along both edges of the board, leav- 
ing the tongue a little oversize. Test the fit, 
adjust the fence, and recut both rabbets. 


rw 


tance between the far edge of the dado blade 
and the fence equals the width of the mating 


workpiece. After you cut the two 
mating pieces, check the fit; then sneak up to 
the perfect depth in succeeding cuts. (Like 
the tongue-and-groove joint, each adjust- 
ment doubles because it comes from both 
halves of the joint.) @ 


Note: When 
adjusting the 
fence, remember 
that adjustment 
doubles because 
‘you recut both 
sides of the tongue. 


it’s an assembly table. 
oe you Can build it this weekend! 


Start with the cutting guide edge. Then, use your circular saw to rip the 
Choose a piece of 4" poplar thatisslightly _ opposite edge to final width and crosscut to 
wider than needed for the cutting-guide final length [Materials List, Drawing 1]. Use a 

fence (A) and straighten one edge using your _holesaw to bore the 2” holes. 

router (see Skill Builder, below). Lay out the — Note: [1's not critical at this stage to straighten the 

width using a chalk line or long straight- newly rough-cut edge. 


SKILL BUILDER 


Jointerless edge-jointing 

Even if lumber has been surfaced on four sides (S4S), don't trust the edge to be perfectly straight. Instead, straighten one edge using your router. 
First, position the boardon the edge of a sheet of extruded foam insulation. Cover it with a sheet of plywood, double-face taping or clamping it to the 
board while leaving about Ys" of the its edge exposed. Using the plywaod's edge to guide the bearing of a pattern-routing bit, below left, straighten 
one edge of the board, below right. 


‘Straightedge duplication. Rout the edge ofthe cutting-guide fence (A) 
using the factory edge ofthe plywood as a straightedge. Shit the plywood 
straightedge before you reach its end to continue jointing, 


You'll appreciate the pattern-routing bit. Because a pattern-routing bits, 
bearingis the same diameter as the cutters, it easily duplicates the pattem in 
the material below. 


2%" hole, centered 4-20 
106%4" ave fromend 5-star knob 


4%" 


jashers and wing nuts 4W"-20 Fholt 3%" long 


Metal corner 
brackets 


#Bx 1%" 
FH. screw 


ae 
Ya" x 2%" hexhead bolt 
BExrLoven VIEW 
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Measure from the left edge of your circu- 

lar saw’s baseplate to the blade, then add 
4" to determine the rough width of the cut- 
ting-guide base (B). Cut the base to size 
[Drawing 1). 

Glue and clamp the cutting-guide fence 

(A) to the base (B) flush at one edge with 
the routed edge of the fence facing in. After 
the glue has dried, drill 4" holes through the 


Tip! To mark the centers 
of the 244" holes, slip the 

hholesaw back into the 
hole, press, and turn. The 


mandre'’s pilot bit will base centered in each 244" hole in the fence. 
create a divot marking ‘Then, rip the base to final width, creating a Make a zero-clearance edge. Take care to maintain contact between the saws baseplate and 
thecenter. zero-clearance edge [Photo A]. ‘the cutting-guide fence as you rip to create a smooth, straight edge. 


‘Congrats! Your first guided cut. Offset the plywood and support it witha spacer to create clamp access. Place the cutting guide 
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{(A/B) on the keeper piece (rather than the offcut side). 


Countersunk shank hole 


32" + 


This part’s all about that base 
1 Because you'll split tin halflater, make the 

width of the blank for the sides (C) 18" plus 
the width of the kerf made by your circular- 
saw blade. Mark that measurement on a 4x8" 
sheet of 3" plywood. Then, clamp the cutting 
guide (A/B) on your marks, and rip the side 
blank to width [Photo 8]. 

Mark a centerline down the length of the 

side (C) blank. Mark locations for 1" 
holes spaced along the centerlines (shown as 
half-round notches in Drawing 2). Back the 


Location of parts @ t 32" 


96" 


plywood with scrap wood to prevent tear- 
out and drill the holes. Then, rip the blank 
down the center, forming the sides [Photo ¢]. 

Cut the ends (D) to size. Then, drill, 

countersink, glue, and screw the ends to 
the sides [Photo D, Drawing 1]. Measure the 
interior width of the top assembly (C/D) 
near one end to determine the length of the 
braces (E). Cut the braces to size, and screw 
them in place, Add metal corner brackets to 
the braces to help square and stiffen the 
assembly. 
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Side-spitting performance. Orfset the cutting guide by a 
clistance of half the thickness of your blade from the centerline 


to cut the sides (C) to equal widths. 


Get a leg up on your bench. Align and clamp one leg side (F) 
‘on top of anather on a worksurface with the edges and ends 
flush. Dril, countersink, gue, and screw them together. 
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ac the leg sides (F) to size and assemble 
them [Photo E]. Clamp one leg (F/F) to the 
inside corner of the top assembly (C/D). 
Drill 4" holes through the sides, ends, and 
leg assemblies [Photo F, Drawing 2]. 
Note: The ends have only two holes; omit the top one. 
Then, repeat on the remaining three legs, 
making sure to make leg pairs mirrored. 
‘Then, bolt the legs to the top. 
Cut the T-track bases (G) to size [Drawing 1]. 
Screw aluminum T-track [see Source] to 
the top edge of the T-track bases, flush with 


One leg ata time. Orient the leg as shown in Drawing 1, with 
the tops flush and clamp the leg to both the side (C) and the 
end (0) to draw itup tightly for driling. 


Then, clamp the 
bot in your vise 
and hack away. 
When you'e done, 
lightly file of any 
burs. Then, 
remove the wing 
nut. The nuts 


threads, leaving a 
good-as-new 
custom bolt. 


the inside face. Then, glue and screw a T-track 
base to each end (D) 34" from the top edge. 
Witha scrap of plywood between them, 
secure the cutting guide (A/B) to the base 
(C-G) with 34"Jong T-bolts in the track. 
Snug the guide with the 5-star knobs. With 
the depth of your saw set as discussed in “Using 
your workstation,” on page 48, position the saw 
on the end of the cutting guide. You may have 
to trim the length of the T-bolts [Shop Tip, 
above] if they interfere with your saw during 
cutting. If everything checks out, cut away! 


‘Assemble the top. Pressing the tons ofthe sides (C) and ends (0) tothe floor keeps the edges flush while a clamping brace 
‘maintains square, Geta free plan fora rght-angle clamping brace at voodmagszine.com/clampingbrace. 


SHOP TIP 


A hack for clean bolt threads 
‘The shredded threads that remain after hacksawing a 
bolt or threaded rod to length are rarely nut-ready. 
Before you take saw to bolt, thread on a wing nut. 


D Working with limited 
tools? Find more plans to 
outfit your shop: 
woodmagezine.com/ 
shopouttit 
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Using your 
workstation 


With the cutting guide (A/B) and T-bolts 
removed, top your workstation with the sheet to 
be cut. Measure and mark your cut on both 
ends. Reinstall the cutting guide, aligning its 
zero-clearance edge with your marks before 
securing the guide with the knobs. Set your 
circular saw’s depth just below the sheets. 
bottom face, taking the thickness of the cutting 
guide into consideration. Then simply make your 
cut, keeping the saw’s baseplate tight against 
the cutting-guide fence (A), right. The blade will 
nick the top edges of the workstation. Don't 
‘sweat it; it won't affect its strength or 
usefulness. 

To use your workstation as a panel glue-up 
station, below right, drop pipe clamps into the 
notches. And use it as an assembly table by 
dropping a sheet of MDF or a hollow core door 
‘on top. # 


D Leam to clamp up 
perfectly flat panels. 
woodmagazine.com/ 

flatpanels 


Cutting Diagram Materials List 


FINSHED SIZE 


This project requires 13 board feet of 4/4 poplar. —_ — rat jee 
A) : == i J ‘AY cuttingguidefence i" 3%" 106%" Pot 
“Ax Sven 120" Poplar ae B* cutng-gudebase "THY 106%" P_1 
= — | sides wo 08 

2) i } D ends “36a 
%xI%x120"Foplar -_ —— 5 E braces we 34 BP 2 
ee SSS F_legsides uae 36 PB 
2 


| 
| G Trackbases 3” ~—«36" «BP 
| “Pais inal cut ves. 
| {Width vares depending on your eular sav. See the instructions, 
Materials key: P-popar, BP-bich plywood. 
‘Supplies: #814" fathead screws, 3" metal comer brackets, 
(4), #8454" panhead screws, %-20 hexhead bolts 24" lng 
(20), flat washers (40), 4-20 wing nuts (20) 
Bits: Patter-routing bit, 2" holesaw, 1° spade or Frstner bt, 
"0" countersinking dil bit. 
‘Source: '-20 F-bots 3%" long 5-pack, no. 35856, 
$7, ¥-20 5-star knobs, no. 23804, $2 (2 needed); 36" 
Track, no, 26420, $19 (2 needed); Rockler Woodworking and 
- Hardware, 800-279-444, rocker. com, 


tf 


Ge 
>) 
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34.x4B x 96" Birch plywood 


Produced by Lucas Peters with Brian Bergstrom and John Olson 
Project design: William Cuter, Prescott, Ariz. 
— Nustrations: Lora Johnson 
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Donate a Thumb 


BUY ONE WOOD* MAGAZINE 
ARCHIVE AND WE’LL ’ 
SEND ONE FREE TO 
A SHOP TEACHER! 


IT’S SIMPLE: 


> Purchase the Complete WOOD Magazine Collection on USB thumb drive at 
woodstore.net/thumbdonor, and we'll also send one to the shop teacher of your choosing. 


> Don't know a shop teacher? For every archive purchased, we'll send a free one 
to a shop teacher on our waiting list. 


> Are you a shop teacher? Sign up for our waiting list at woodstore.net/shopteacher. 


nailer works 


Exhaust air 


The piston bounces 
off a bumper at 

the cylinder bottom, 
and ir around the 
linder rushes in 
beneath the piston 
to force itback 
tothe top, 

Excess air above 

the piston exhausts 
through the top of 
the head or the rear 
ofthe handle as the 
head valve resets 
for another strike, 


3 

The driver blade shears off 

a fastener fom the stick 

inthe magazine and 

50 clrives it into the wood, 


How a pneumatic 


Brad Nailer 


When you need to fasten a joint or secure workpieces 


quickly and reliably, reach for one of these air-powered aces. 


ith theadvancements in glue, screws, 
W:= joinery tools (biscuit joiners, 

pocket-hole jigs, etc.) over recent 
decades, nails have all but disappeared from 
furniture and cabinet construction. But 
18-gauge brad nailers have kept small nails 
relevant, especially for shop projects, jigs, 
and difficult-to-clamp assemblies. And, of 
course, they still excel at installing small 
trim. We tested a dozen bradders in search of 
the ideal model for a woodworking shop. 
Fortunately, we found several that excelled. 


The best brads won't be seen 
Ideally, a nailer should seat the head of a brad 
Ye" below the wood surface, leaving you 
space in the tiny cavity for wood filler. Using 
an air compressor set for 90-psi hose pres- 
sure, we drove 114" brads with all 12 nailers 
into laminated-MDF panels and hard maple 


Valve in open position 
after trigger is pulled. 


1 
Piston compressed air fills the reservoir 


in the handle and around the 
lind (valve cose). 


Paling the trigger opens the head 
valve at the top ofthe cylinder, 
allowing arto rush nto the olinder 


Driver 2" forcethe piston downward, 


Fasteners Magazine 


with no problems. However, when we drove 
2" brads at that same pressure, only half the 
nailers could sink them below the surface. 
Increasing the pressure 10-20 psi (to a level 
still within each model’s approved range) 
helped all but one of the rest sink the brads, 
The Porter-Cable left every other 2" brad 
proud of the wood surface until we increased 
the hose pressure to 130 psi, just outside its 
recommended range. 

Each of the tested nailers uses a thumb- 
wheel below the trigger to adjust nail depth. 
Most worked well, but five were more diffi- 
cult to get a finger on and turn, and the 
Cadex would bind frequently. (See the rat- 
ings on page 54.) 


Precise placement prevails 
Whether attaching trim to a furniture piece 
or casing to a door jamb, your nailer must 
drive a fastener precisely where you want it. 
Otherwise, you could end up with a mis- 
placed nail, a nail hole in an unsightly spot, or 
even a blowout through an adjacent surface. 
Most of the nailers have safety trips 
behind the nose, which improve your sight- 


All the 
tested 
nailers: 
Dare powered by 
compressed air 
Pshoot 18-gauge 
brads up to 2" or 
26" long 

sell for $80 and 
above 
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Shootout 


line to the nose for brad placement. These 
must be depressed against the workpiece 
before you can fire the nailer via its trigger. 

‘Two models consistently fired brads with 
the kind of accuracy a jeweler could appreci- 
ate. The nearly identical Bostitch Smart Point 
and DeWalt Precision Point nailers have rear 
safety trips that serve as the back half of the 
nose, rather than being separate elements as 
on the other nailers. The noses on these two 
resemble those found on micropinners and 
are dwarfed by the others in the test group 
(shown at right). And with both of these, the 
opposite-action safety trip defaults to the up 
(depressed) position, so it doesn’t need to be 
pushed up by workpiece contact. The safety 
moves downward as you pull the trigger, so.as 
long as the safety trip contacts something 
that prevents it from moving down, the trig- 
ger will fire. With other nailers, you must 
fully depress the safety trips before the noses 
contact the wood, often resulting in shallow 
dimples in the surface. 

All the nailers come with at least one no- 
mar nose tip for preventing (or minimizing) 
dents in the wood. But these tips can impair 
your ability to place a brad precisely, partic- 
ularly with the Cadex, Grex, Paslode, and 
Porter-Cable nailers. The front safety trip 
on the Grip-Rite makes it the most difficult 
for brad placement. And with half the nail- 
ers, the drivers create dents wider than those 
made by the brad heads. 


800-556-6696, bostitch.com 
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Safety trip 


ie“ 


Fai. The Grip-Rite's front-mounted safety trip obscures your 
view ofthe nose, impairing the abilty to precisely place a nail 


y 


Safety tip 


Better. Senco's rear-mounted safety trip allows good 
sightlines from the fron, but side-to-side is stil abit iy. 


Safety trip ©) 


Al 


Best. The nartow nose and rear safety trp on the Bostitch 
and DeWalt niles allow for perfect visibility and spot-on nail 
placement. 


*Cadex CB18.50A, $160 


604-876-9909, cadextools.com 


Tip! Operating your 
nailers at 90-psi hose 
pressure—making 
exceptions for higher 
pressure only when 
needed—will extend 
the life of your nailers, 


PRead our 
assessment of the 
Rolair 3-gallon air 
compressor used 
during testing, as well 
as reviews of other 
compressors. 
reviewatool.com/ac 


DeWalt DWFP12233, $120 


800-433-9258, dewalt.com 
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>All 12 of the brad 
nailers we tested 

use 18-gauge brads 
in straight sticks, 

so they'll work with 
most brands of brads. 
Brads are typically 
galvanized, but you 
can also find them 

in stainless steel, 
although we've never 
needed those. 


Grex 1850GB, $200 


888-447-3926, grextools.com 
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Window warning. The view window on the Max nailer shows plenty of brads remaining (eft), and the ed indicator in that window 
calls fora refill (right) 


What to know about nails 

and magazines 

Among our test group, only the Grex nailer 
fires brads as short as ‘4’. The Cadex has a 
minimum of ©’; the rest start at %", We like 
the %" capability for nailing together thin 
stock, preventing accidental nail-throughs. 
For maximum length, five nailers top out at 
24"; the others at 2", Nails this long prove 
crucial when installing trim. 

‘The magazines on all 12 nailers open and 
close easily, with no issues loading and 
unloading sticks of brads. They all have 
view windows, shown above, to alert you 
when the brads are almost gone. We prefer 
nailers that will accept a full stick (100 
brads) as soon as the indicator appears in 
the view window, But with the Cadex, Grex, 


Se) 


= 


Easy open. Tool-free latches, shown here on the Hitachi, help 
you clear nail jams quickly. 


Grip-Rite GRTBN200N, $90 


800-676-7777, grip-tite.com 


Max, and Paslode models, you have to fire 
5-8 more brads after the indicator appears 
before a full stick will fit. 

To avoid damage to the driver, dry-fire 
lockouts prevent firing when the brads run 
out. Four tested models claim this feature. 
‘The Grex works best because it fires all the 
remaining brads and then locks up its driver. 
Ridgid’s nailer leaves six brads in the maga- 
zine when it locks out. Dry-fire lockouts 
failed to work on the Cadex and Grip-Rite 
nailers, as they continued to fire on an 
empty magazine. 

We experienced only a few nail jams dur- 
ing testing—a good sign, for sure. But it’s 
comforting to know that all but one nailer 
have tool-free access, shown below, should a 
jam occur. 


Tool needed. Grexs nailer requires a hex wrench (not 
included) to open the nose and fre a jammed nal 


Hitachi NT50AE2(S), $80 


800-829-4752, hitachipowertools.com 
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Features that matter 

> Quick connects All but the Max come witha 
quick-connect air-hose fitting. Fittings of the 
Cadex, DeWalt, Grex, Grip-Rite, Ridgid, and 
Senco nailers swivel, making the tool less 
clumsy in use than the fixed, straight fittings 
on the Bostitch, Makita, Paslode, and Porter- 
Cable nailers. Hitachi’s coupler is fixed, but 
angles upward, reducing the awkwardness. 
They all work well enough in our testing, so it 
comes down to user preference. 

> Oiloroil free The Bostitch, DeWalt, Porter- 
Cable, Ridgid, and Senco nailers do not 
require oil for internal lubrication, so if low 
maintenance is a priority for you, choose 
one of these. The others require a drop now 
and then, more so with frequent use, but 
Hitachi and Max do not include a bottle of 
oil. Oil-lubricated nailers typically will be 
less likely to need repairs down the road. 

P Exhaust Each time you fire a nail, the 
compressed air powering that blast needs 
to escape after resetting the piston. Four 
nailers (Grip-Rite, Hitachi, Makita, and 
Paslode) use top-mounted, 360° swiveling 
exhausts that let you direct the air away 
from you and the workpiece. These tend to 
be louder than rear exhausts. Of those 
models with rear exhausts, only Ridgid and 
Senco have 360° swivels. 

> Blower Cadex has a built-in air blower, 
shown at right, that comes in handy for 


SHOP TIP 


Keep the hold, lessen the hole 
If an 18-gauge brad nailer creates too large of 
a hole for your projects, but you need the 
holding power of a headed nail, consider a 
24-gauge pinner. These tools fire headed wire 
pins about midway between the size of a brad 
and a 23-gauge headless pin. Senco’s 
FinishPro 21LXP ($250) and Cadex’s 
CPB21.50 ($330) are the only two we know 
of, and they both performed well in testing in 
‘our shop. 


Makita AFS05N, $90 


800-462-5482, makitatools.com 
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clearing dust and debris from workpieces 
without having to set the nailer down. 

> Eye protection The Grex, Hitachi, Makita, 
Grip-Rite, Paslode, and Ridgid nailers come 
with protective goggles. 

> Storage Each of the nailers comes with a 
storage case, important for protecting the 
nailer’s nose and keeping dust from getting 
into the air fitting. All are plastic except for 
Ridgid’s canvas bag. 


Three features of less 
importance to woodworkers 
>Bump-fire trigger All but the Makita, 
Paslode, and Porter-Cable nailers have dual- 
mode triggers that let you choose between 
single fire (pulling the trigger each time) 
and bump fire (holding the trigger depressed 
and then lifting and lowering the nailer each 
time). Woodworkers rarely need to bump- 
fire in rapid succession. 

> Belt hook All but the Cadex, Hitachi, and 
Paslode have a hook to let you hang the 
nailer on a tool belt. Some rotate to suit your 
dominant hand, and the Bostitch, DeWalt, 
and Porter-Cable have a pencil sharpener in 
their hooks. 

> Padded trigger Although some nailers tout 
this as a value-added feature, woodworkers 
rarely fire more than a dozen or two brads 
per use. We found no issues with trigger 
comfort on any model. 


Max NF255F/18, $110 


800-223-4293, maxusacorp.com 


Give ita blast. To blow airthrough the Cadex nozze, push the 
spring Joaded lever 


Paslode T200-F18, $90 


800-222-6990, paslode.com 
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Driving Decisions For 18-Gauge Brad Nailers 


Three tools nailed our tests 

‘A brad nailer used primarily for building 
furniture and cabinetry and hanging trim 
needs to drive brads precisely without mar- 
ring the wood. The Bostitch Smart Point 
BTFP12233 and DeWalt Precision Point 


Porter-Cable BN200C, $80 


800-544-6986, portercable.com 
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PERFORMANCE RATINGS (1) FASTENERS Read reviews of 
PRIMARY SECONDARY other nailers and post 
your feedback as well 
= reviewatool.com/ 
= nailers 
= Ss 
3 s g 
= s == 
= z 2 25 2 A 
rg 5 g\2 Seal at |x a8 
ols falls 2g] 8 gs 
£2 8 (fle esl = Ses 28 
es 2) |s|o es) = 26622 = 
236 az|¢ 465 28 4 a 
88. wé 23)2 gt2h¢ 7 
2) = | fs g2Z a 32) ©¢235¢5 a 
5 =) @ sl ¢é 2322s 
222 22] & SE S2ES8 whe 
252228) = Ele SEER ER EZ 8 
ca a)2\5 gs 8275 Ss eee e2 
eg 28588) 2 22/2 s2e8z2222 & 
Be gsee| & B/E 8258528 = 
2388248) € bli 222888 a 
MODEL 2)2ieleia) & |s2) = |B/B|s\a\2|2|F/8/ 2 
BOSTIICH BIFP12033, %-2% | Y [70420 N/R NY Y 30/7 C ($120 
CADEX CB18.504 w-2 N |ow5 eR oY Yo y a7 a 7 sie0] 
DEWALT DWFP12233 %-% Y [70-120 N RN /Y Y 243.7 C $120 aie 
a 
GREX 185068 %-2  N [70420 Y RY Y Y 32.1 T $200 ie 
GRIP-RITE GRTBI2OON H-2 | ¥ |ro4to Ty y/y 33/3 1 | $90 
HITACHI NT5OAE2(S) %-2 9 -Y 170-120 N oT oY YY 24 1 T $80] 2(*) lockout not work 
MAKITA AFBO5NV w-2 | y fous) nN) Ty y(n 133 3 ¢/$90] 3.6 ofina 
MAX NF255F/18 %-2% ON |70-100 N R Y N Y 210 5 J $tt0 ice 
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PASLODE 1200-F18 %-2 | N [70-100 N T Y/Y N24 1 T | $90 
PORTER-CABLE BN200¢ w-2  y [701200 N RN Y N 240 3c sag] + Preescurentat 
time of article: 
RIDGID R213BNE 2% | y [70120 Y RON YY 29 3 T $100) production anddo 
SSENCO FINISHPRO 18M am 1 |7019 N RON Y Y 240 5 1 $90] Mtoramome 


DWFP!12233 nailers excel at that, and earned 
excellent marks in all secondary categories. 
They come with test-topping 7-year warran- 
ties. For all this, they share Top Tool honors. 
Ridgid’s R213BNE scored nearly as high and 
has the dry-fire lockout, but a less-precise 


Ridgid R213BNE, $100 


866-539-1710, ridgid.com 


nose kept it a notch below the top pair. 

The Senco FinishPro 18MG, for $90, 
scored nearly as well as the top two and 
comes with a 5-year warranty, earning our 
Top Value award. 


Produced by Bob Hunter wth Michael Springer 


Magazine 


rad Nader 


Senco FinishPro 18MG, $90 


800-543-4596, senco.com 
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always at the ready. Reach for it to encourage a chisel through 

‘a tough bit of grain, bring together or separate a joint, and 
many other duties. This one takes so little time to create, you may 
want to round up enough scrap to make several in one turning ses- 
sion. That way, you'll always have one nearby. 


A mallet will find a permanent spot on your workbench, 


First, get your head right 


Tools: Spindle roughing gouge, parting tool, spindle detail gouge 
‘Speed: 500 rpm for criling 1,800 rpm for shaping 


Prepare a 3x3%5" straight-grained maple blank for the head. Mark 
the centerpoint on each end. 

Mount a drive center in the tailstock of your lathe, and a drill 
chuck in the headstock. Install a 4" Forstner bit in the chuck. Trap 
the head blank between the drive center and bit. With the lathe set 
for 500 rpm, cradle the blank with your left hand to prevent it from 
spinning, switch on the lathe, and advance the tailstock to drill a 
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We used a blank of solid sugar maple for the head because of its 
hardness. Other species to consider, in increasing order of hardness, 
include pin oak, black locust, pecan, pear, hickory, and osage orange. 
For the handle, our scrap bin yielded a length of cocobolo. The 
boiled linseed oil finish renews easily with a fresh coat when the 
mallet shows wear. 


hole 3" deep [Photo A]. You'll likely have to reposition the tailstock to 
achieve this depth. 

Remove the drive center and the drill chuck. Install the drive 
center in the headstock, and a cone center in the tailstock. Secure the 
head between the two, as shown in the drawing (next page), change 
the lathe speed to 1,800 rpm, and with your spindle roughing gouge, 


turn the blank round. 
continued on page 56 
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Switch to the parting tool and reduce the diameter at the tailstock 
end to 2%". With the roughing gouge, create a taper from the left end 
to the parting cut on the right end [Photo B]. 

Measure and mark a line 4" from the left end and, with the part- 
ing tool, reduce this area as close to the diameter of the drive center 
as possible [Photo C]. 


@ turn the head blank into. cylinder. 
— 


With the spindle detail gouge, create a slight concavity in each end 
[Photo D], undercutting the waste tenon slightly. Then turn a Ys" 
chamfer around each end. Sand the head smooth. Remove it from 
the lathe, cut off the waste tenon at the top, and sand the top and 
bottom ends smooth. Then, sand with the grain on the face of the 
head to remove any cross-grain sanding marks. 


4 
Headstock | 2%" 25" 
ished P Watch a FREE video of 
| this mallet being tumed. 
} ba nntinagntn comma 
aha r 
fC create alight concavtty aad | 
Drive center | mht Cone center 
HH 
Tet t 
OP Taper the head. OQ Reduce end 
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to 2%" diameter, 
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Now get a handle on it 


Tools: Spindle roughing gouge, parting too, spindle detail gouge 
Speed: 1,800 rpm 

Prepare a 1%x1%x9¥" blank for the handle. Mount the blank 
between centers and, using the spindle roughing gouge, turn it 
round. Stop the lathe and, measuring from the right end, mark lines 
at the six increments shown in the drawing [Photo E]. Transfer the 
lines around the circumference of the handle. 

With the parting tool, turn a #%1"-thick tenon, 2%" long, on the 
right end of the handle. (This creates a tight compression fit in the 
3" hole in the head.) At the 2!%c" mark, make a parting cut to 1/4" 
diameter. At the 8%" mark, make a parting cut to 1%o" diameter. 
And at the 9¥%s" mark, part down to". 

Switch to the spindle detail gouge and turn a cove where shown, 
‘Then, with the spindle roughing gouge, shape a taper between the 
5%" mark and the cut at the 834" mark. Likewise, shape a taper from 
the 5%" mark to the bottom of the cove [Photo F]. If needed, use the 
spindle detail gouge to blend the taper into the cove. Stop the lathe 
and check the feel of the handle in your hand. Adjust its shape until 
it grips comfortably. 


Qeeoll che half-vead 
y 


shape the tapers. 


—— 


With the spindle detail gouge, roll a half-bead between the part- 
ing cuts at the 84" and the 94" marks, Sand the handle smooth; then 
part off the left end. 

Sand the end smooth, blending it into the half-bead. Then, sand 
with the grain to remove cross-grain scratches. 

To assemble the mallet, use a glue brush to apply a light coat of 
glue around the inside of the hole in the head. Press the handle into 
the head using a parallel-jaw clamp [Photo G]. Work quickly before 
the glue begins to grab. 

Apply a finish. (We wiped on three coats of boiled linseed oil.) 
After the finish dries, you have a custom-made tool that will provide 
years of solid service. a 


Produced by Craig Ruegsegger with Brian Simmons 
Project design: Brian Simmons 
Illustrations: Lorna Johnson 


@ cree 


he tenon, 
the cove. lent 


Headstock 


Live center 


Drive center 7 | 
eae t Bie 4 
+ ae BY } 
Turn the 9%4" handle, 
blank into a cylinder. > Mark pencil lines. 


More Resources 


D> Watch FREE videos with turing tips and techniques at woodmagazine.com/tumingvideos, 
D> Read reviews of lathes and tuming tools from WOOD’ edltars and readers at woodmagarine.comylathereviews. 
D> Want to make more of your own tools? We have some beauties! Visit woodmagazine.com/shaptools and 


download plans for a small fee. 
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Approximate 
materials cost 


$395 
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DIMENSIONS: 
59%"W x 37%"H x 22"D 


straight, boxy look typical of much Arts 

& Crafts furniture. Those curves, influ- 
enced by Asian designs, identify this piece as a 
Greene & Greene work, Although the original 
was made of teak with ebony accents, our 
cherry with cocobolo version proves just as 
striking. Traditional mortise-and-tenon join- 
ery ensures it will withstand many derrieres 
dropping onto its lidded storage. 


Cie lines on this bench soften the 


— “ ~ 
a 8 y 


” 


acker House Bench 


Two spacious storage compartments hide within its beautiful sil | 


Ee 
‘The Blacker House, in Pasadena, California, was designed by 
Henry and Charles Greene, namesakes for the Greene & Greene 
style of design. The brothers designed the structure and almost 
every item int, This bench mimics the hall bench from the house. 


=) 


Prepare parts for the 
side assemblies 
‘Cut the legs (A, B) to size [Materials List, 
page 66; Drawings 1a, 1b]. Lay out and cut 
the 4" mortises, making sure you create 
mirror-image pairs. (We used a hollow- 
chisel mortiser.) 
Refer to Drawing 1a and lay out the shape 
of the back legs (A). Bandsaw them [Photo 
Al, and sand the faces to 220 grit. 


‘Save the cutoffs. ter bandsawing one face, tape the cutoff back in place to provide a flat, 
square surface when cutting the adjacent face. 
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EXPLODED VIEW 


Ingenious technique 


ellminat 


A simple tool makes 
installing decorative | 
pluge easy, ' 
page 62.) ] 
| 
} 
} 
Rout the open-ended mortise on 
leach back leg, parallel to the front 
face [Photo 8, Drawing 1a). Set these 
legs aside. 
Afellowing the gridded pattern in Drawing Learn fourways to make 
2, lay out the profile of the front leg on a matises and tenons 
piece of 4" hardboard. Cut and sand the ao 


template smooth. Trace the template onto 
the side of each front leg, then bandsaw the 
legs to rough shape [Photo C]. 


Use an edge guide on your router to plow the open mortise in 
each back leg (A). Rout in three successively deeper passes. 
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the profile, Stay just outside the line. 


Adhere the template to a front leg with 
double-faced tape, and flush trim the leg 
to final shape [Photo D]. Repeat for the other 


leg and finish-sand both. 


Rout 4" round-overs on the long edges of 
all four legs, except the top 5" of the back 
legs [Drawing 1]. These will be rounded after 


assembly. 


Prepare a 1¥4x3x22'4" blank for each 
arm (C). As you did with the front legs, 
use Drawing 3 to help you make a template of 


‘Guide the blank with the fence to cut the straight portions of 


‘Apply the template and rout in the direction shown to 
prevent chip-out onthe shoulders ofthe leg profile 


[Drawing 1]. Round over all edges except 
where the arm joins the back leg. 
Prepare two 4/"-wide blanks for each 
ide rail (D). (We ripped a 94’-wide 
blank in half to provide a grain match.) Cut 
a tenon on each end [Drawing 4a]. Note that 
the tenons are offset from one end to the 
other [Drawing 4], so cut the \4"-deep cheek 
on each end, then sneak up on the opposite 
cheek with light cuts until the tenons fit the 
mortises in the legs. 


the arm, then shape the arms. Cut and sand 


the radius on the front end of each arm 4 2M 
po Rn" 
ox pig x 
3H 
END ASSEMBLY . 
(Right end shown) Ye"round-overs ‘ 
Yox%e" pugs 
“8 “ 
ae) 
Bice ~ ‘Morand: ; 4 
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Leave the rails abit thick. Clean up the bandsawn faces with a plane or with light passes on, 
the jointer, but leave enough material to allow for additional cleanup afte guing the ral (D) 
blanks together 


‘Assure the tenons align by clamping a fat scrap across the tenon cheeks as you glue the side 
rail (0) blanks together, Plane and sand the rails smooth after the glue dries, 


After cutting the tenons, lay out the _ lines (Photo E]. Glue the rail blanks together Tip! ifneeded, trim the 
diagonal lines on one edge of each side {Photo F]. After the glue dries, cut the groove tenon width to fit the rai 
rail blank (D) and bandsaw just outside the _ along the lower edge of each rail [Drawing 4a]. to the legs. You won't lose 


significant joint strength. 
ra i 41% + 
EGUFRONT Lec FRONT | ARM SIDE 
COUNTERBORE LEG ho M GRIDDED RAIL 
LAYOUT SIDE | PATTERN 
| PROFILE { 7 + 
| 


= 


“| | 25" Wes 1 


EEysie RAIL 
‘AND 
ve’ STRETCHER 


groove 
W'deep 


ee — 4 
_— ba 
Let gravity help you dry-fit the bench. Place an end assembly 


‘on the flor, then insert the mating pieoes before adding the 
other end assembly. 


Start assembling parts 
1 Dry-fit a side rail (D) between a back and 

front leg (A, B), then glue these pieces 
together to make two end assemblies [Draw- 
ing 1]. After the glue dries, dry-fit an arm (C) 
to each assembly and mark and drill the 
counterbored holes for the screws and plugs 
[Drilling a square hole, above right] in the back 
legs and in the arm, centered over the front 
leg. Glue and screw the arms to the legs. 

‘As you did for the side rails (D), prepare 

443" blanks for the front and back stretch- 
ers (E, F) [Drawing 5]. Cut the tenons [Drawing 
4a], glue up the stretchers, then cut the dado 
and groove on the inside face of each. 

Cut the bottom (G) [Drawing 6] and notch 

the corners [Drawing 6a]. Dry-fit the end 


Eistretcuers 


SKILL BUILDER 


Drilling a square hole 
Punches make easy work of driling and squaring up 
the counterbores for the plugs that simulate the 
pegged tenons typical of Greene & Greene furniture. 
‘After laying out each counterbore location, center 
‘the punch on it and give a tap to register it into the 
‘wood. Without moving the punch, drill a %"-deep hole 
to remove most of the waste. Remove the drill bit and 
give the punch a couple more whacks to drive it 4" 


4 


Georrom 


assemblies (A-D) and stretchers (E, F) 
around the bottom [Photo 6]. If everything 
fits well, glue these pieces together. 
Cut the divider (H) to size and glue it in 
‘place between the front and back stretch- 
ers [Exploded View, page 59], flush with their 
top edges. 


34 dado" deep 


54" groove Ye" deep 


«deep, creating clean shoulders. You stil need to do a 
little clean-up with a chisel at the bottom of the 
counterbore, but the crisp cut at the top provides a tight 
fitfor the plugs. 


44" square hole punch no, 50K59.04. %" square hole 
punch no, 50K59.06, $29.50 each, Lee Valley, 
800-871-8158, levalley.com. 
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Flex those curves. Align the top edge of a thin scrap with the outside corners ofthe back legs 
(A). Atthe centerine, flex the top edge 43" above the bottom edge ofthe ral). Trace along. 


the scrap to mark the arc. 


Turn to the back 


‘The thirteen back slats fit into individual 
mortises in the bottom rail and a groove in 
the upper rail. The gaps between slats in the 
upper rail are plugged with fillers. 

Prepare a 4x5/4x53%" blank for the top 

back rail (I). Cut the tenons on each end 
and a groove centered on its bottom edge 
[Drawings 7, 7a]. Dry-fit the rail between the 


back legs (A) and mark the arc on it [Photo 
H]. Cut and sand to the line. 
Cut the bottom back rail (J) to size and 
bore out the mortises [Drawing 7b]. 
Following the patterns in Drawing 8, make 
four templates: one for each front profile of 
the back slats (K, L, M), and one for the side 
profile shared by all ofthem. Then cuta 1"-thick 
blank for each back slat. 


Fit and hit (gently). Work your way across the bench, fitting the siat into the groove inthe top 
back rail (0), Make sure the slats si tight in the bottom back ral) 


qr the side profile onto one edge of 
‘each slat. Bandsaw just outside the lines. 
Tape the waste from the rear face back in 
place, trace the front profile onto the front of 
each blank, and cut the profiles. Use a scroll- 
saw or coping saw to cut out the center of the 
wide slats (M). Remove the waste pieces and 
sand the slats smooth, Note: Make sure the 
ends of the slats fit snug in the groove and mor- 
tises of the top and bottom back rails (I, ). 


EZJeortom Back raiL 
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Cut the seat end slats (N) and center slat 

(O) to size [Drawing 9, Exploded View]. Cut 
the taper on the end slats, and the notches to 
fit around the back legs. On the front end of 
all three slats, rout a bullnose profile [Draw- 
ing 9a]. Save the router setup for the front of 
the seat lids later. Notch the front of the end 
slats, then sand a Ys" round-over on the 
other edges and opposite end. Glue the seat 
end slats, center slat, and the bottom back 
rail (J) to the seat box. 

To make the filler strip for the top back 

rail (1), cut a 40" strip of cherry so it fits 
snug in the groove, flush with the edge. (You 
won't be able to sand the fillers easily after 
they are glued in place.) Set the strip aside. 

Retrieve the back slats (K, L, M) and 

insert them into the mortises in the bot- 
tom back rail (J), no glue needed [Drawing 7]. 
Fit a tenon of the top back rail (I) into the 
mortise ina back leg and pivot the rail down, 
positioning each slat in the groove [Photo I]. 
When youare satisfied with the fit, carefully 


pack ‘SLAT PROFILES 


ies +149 


pa 


One square=1 


~ 


remove the rail, apply glue to its tenons and 

glue the rail in place (no glue on the slats). 
Retrieve the filler strip. Hand saw two 
equal-length fillers to fit between a back 

leg (A) and the first curved slat (L). Glue 


Ore quar Tre square =1 4G 
CENTER SLAT CURVED SLAT WIDE SLAT GATS 

FRONT PROFILE FRONT PROFILE FRONT PROFILE SIDE PROALE 
64 


Fill the grooves. Rest the bench on its back, then cut and glue in place filer segments to fit between each sat. To minimize glue 
‘squeeze-out, apply glue only tothe face ofthe filler that contacts the bottom of the groove. 


each filler in place on opposite ends of the 
top back rail. Continue cutting, fitting, and 
gluing opposing pairs of fillers across the 
top back rail [Photo J] to space the back slats 
symmetrically. 


SEAT END SLAT 1s 
DETAIL + t 


Fence 
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Rout round-overs on the top edge of the 

back rail (1). Then, sand round-overs on 
the back legs to blend with the round-overs 
routed earlier. 


Put a lid on it 

Cut the seat lid parts (P,Q, R) to size [Draw- 
ing 10]. Using the router setup from earlier, 
rout a bullnose on the front edge of the 
seat fronts (P) and the front ends 

of the seat sides (Q). Glue 
up the lids and set them 
aside to dry. Note: With 
the seat sides flush with the 
rear edge of the seat back (P), { 
the sides extend 44" beyond 

the seat front. > 


Bullno- 


seat up 


Wace under pressure. Seta marking gauge so the blade touches te shoulder ofthe groove. 


‘Score the top back rail ()) and each back leg (A). 


Add eye-catching accents 


Tip! Scoring reduces 
tear-out. Ifyou don't have 
a way to score the 
shoulders, carefully 
back-rout the grooves. 
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To create the 14"-wide grooves for the 

accent strips in the back legs (A) and top 
back rail (I), mark the ends of the grooves 
with a pencil [Drawing 1d]. Score the sides of 
the grooves with a marking gauge to create a 
sharp shoulder [Photo KJ, then rout the 
grooves [Photo 1]. 


13M 


Rout carefully. Mount a 'slot-cuting bit ina trim router and cut 's"-deen grooves between 
the marks, steadying the router against your leg. Chisel the ends of the grooves square. 


For the accent strips, cut 4"-thick mate- 

rial (we used cocobolo) to fit the grooves. 
Place a strip in each groove, mark its length 
[Photo M], and miter the pieces at 46°, leaving 
the marks, Fit the mating pieces in the 
grooves, fine-tune the fit, and then sand 14" 
round-overs on the long edges of the strips. 
Glue the accents in place. After the glue 


Tip! To prevent dark 
sanding dust from getting 
trapped in the cherry 
wood, mask off around 
the accent strips and 
frequently blow the dust 
‘away as you work. 
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Mark the inside corner (heel) of each miter. Then cut the pieces to near-finished length with 


ahandsaw. 


dries, sand a 36" radius on the mitered corner 
of the accents. 

Drill the 4"-square mortises for the plugs 

‘where shown in Drawings 1¢ and 1d. Make 
several lengths of plug stock to fit the mor- 
tises, round over the end [Photo NJ, and cut 
free a %"-long plug. Repeat until you have 
enough plugs; then glue them in place. 


Cutting Diagram 


4 
—_— 


Ye x 7'%4x 48" Cherry “Plane or resaw to the thicknesses listed in the Materials List. 


Oe 


eo 


Vex 9% x 96 


Power-round the ends. Chuck a plug blank in dil and run the dil slowly, holding the blank 
against a sheet of 220-grit sandpaper. 


Apply a finish to all pieces. (We wiped on 

‘a coat of Watco Natural finish. After the 
oil cured, we sprayed on three coats of lac- 
quer.) Attach the hinges to the lids (P/Q/R), 
then attach the hinges to the back rail (J). @® 


Proud by Crag Ruegsege 
Project design: Kevin Boyle 
Iustrations: Roxanne LeMoine; Lorna Johnson 


it Kevin Boyle 


Materials List 


FINISHED SIZE 


‘34x 9¥4 x 120" Cherry 


oO 


Lo 


34 x 5Ye x 96" Cherry 


Wax Tx 


Se oe 


96" Cherry 


‘ax 48 x 96" Cherry plywood 


Part w Mat, Qh 
assemblies 

‘A backlogs tht 2K" 36 2 

B  frontlegs iw Qu eC 

cams 12 2 C2 

— DF sideraiis wo 19 2 

|S 

S| | E  frontstetcher "OST EC 

F backstetcher =k” «SOMT EGO 

vilecbvaaisa bottom We 20" SBM ct 

ard feet of H divider wore 20" et 
feet of 6/4 cherry, 

and 19 board feet oF Le ep basia 2 °F 

Al4 cherry. J bottombackrai "3" AOR OC ot 

KY conierbacksiat + «1K «16%e" Ct 

“L* curved backslats 4" 2%" 16%e" C10 

M* widebackslats 4" 4¥e’ 16e" C2 


IN seatend slats ce 
0 centerseat slat c ae 
P seatlidfront/back Ye" 21" c 4 
Q seatlidsides De c 4 
R seatlidpanes 3" 13%" o 2 


*Partsintly cut oversize. See th instructions. 


Materials key: C-cheny, EC-edge-giued chery, 
(CP-cherry plywood. Also need 3sx’4x36" length of cocabola for 
plugs and accent strips, 

‘Supplies: 21’ no-mortse hinges (2 pai), #8x2%4" fathead 
screws (6). 

Bits: 4" straight, fush-trim, 4" and 34" round-over, i" slt- 
cutting router bits. 
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By Jim Heavey 


ometimes it’s easy to take the simplest- 
S looking things for granted. While 

working ona scrollsawn picture for one 
of my kids, I spent more time thinking about 
the process of making the picture than the 
frame I would put around it. After all, how 
hard can it be to miter a simple frame? I'm. 
pretty happy with the frames I've made, but 


8 


fect 


the skill came from a lot of practice and 
some solid techniques. Here are some of the 
things I've learned, occasionally the hard 
way, Note: Having just reviewed the process 
of setting up the mitersaw in issue 234 
(September 2015), let's focus on making a 
typical frame on that saw. 


New to the mitersaw? 
Check out ths fee video. 
woodmagazine.com/ 
mitersawbasics 
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PA framing shop uses a 
point driver to secure a 
picture within its frame, 
Find a moderately priced 
unit from Logan (the Dual 
Driver Elite) at many. 
home centers. For a more 
basic approach, Rockler 
stocks black picture 
frame tum buttons (no. 
22890, $3.50 per four, 
800-279-4441, 
rockler.com). 


¥" straight bit 
for groove 


fess 


N ~ 
Buy stock molding. Prices depend on intricacy ofthe profile an finish, but you do some shopping, you can find attractive 


‘molding for under a dolar afoot. 


First, select a molding 

You can choose from a huge variety of stock 
moldings at framing stores, above. (I found 
three shops close to my home with a quick 
online search.) You can also make your own 
frame from some of the special wood you've 
been saving, below. 

To calculate the minimum required 
length of frame material, you need to know 
the outside dimensions of the picture or 
mat, the width of the rabbets on the frame, 
and the width of the frame. 

‘As an example, let’s consider an 8x10" 
picture and 2%"-wide stock with a }4" rabbet. 
Because the width of the frame (for calcula- 
tion purposes) is the stock width minus the 
width of the rabbet, you would have a frame 
width of 2" (2%" less 3"). Calculate the 
length using this formula: 

P Multiply the width of the frame by 8 
(2"x8=16"), 


4% straight bit for groove 


Make your own moldings. Create unique frame moldings 
by experimenting wth a variety of router bit profile, cuting 
depts, and types of wood. 


PDouble each dimension of the item you 
are framing (8"x2=16") (10"x2=20"). 


> Get cleaner, more 
accurate cuts on your 


PAdd those dimensions, plus another" mitersaw. 
(4 in each dimension) to allow clearance woodmagazine.com/ 
between the framed item and the shoulder maximizemitersaw 


of the rabbet. 

We end up with 16'+16"s20"+/4'=52'4" 
total length. This is the exact measurement, 
but you'll need more to account for kerfs and 
for correcting any errors you might make. I 
like to allow enough extra that I can recut 
the longest frame piece if needed. So in our 
example, add 21" more for a length of 73/4". 
Ifyou make your own molding, this contin- 
uous length, plus a bit extra, allows for a 
wraparound grain pattern that adds some 
visual interest. Now that you have sufficient 
stock, it’s time to head to the mitersaw. 


¥4" round-overs with shoulders 


¥" round-overs 


be 


Backer board 


Adding a backer board assures tear-out free cuts. se double-faced tape to adhere 
hardboard or MOF to the saw’s fence to support the molding during the cut. 


Fine-tune your length. Ths is where that extra 4" length comes in handy. You can now dial in 
the exact cut on one length of molding and use the stopblock so the second piece matches it 
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Cut a perfect miter 

‘The keys to flawless miters, besides having a 
well-tuned saw, are clean cuts and assuring 
that opposite sides of the frame are exactly 
the same length. 

‘Trying to cut toa pencil line doesn’t guar- 
antee accuracy, so I begin by rough-cutting 
each of the four moldings 4" longer than 
needed. To eliminate chip-out, work with 
the good side of the molding facing up and 
cut from the inside edge of the miter to the 
outside [Photo A]. Then, I set up a stopblock 
and miter one end of each piece [Photo B]. 
(This works for square frames. For rectan- 
gular frames, cut two pieces, then reset the 
stopblock to cut the two remaining pieces.) 

To cut each opposite-side pair to equal 
length, place the stopblock on the opposite 


ry > 


Stopblock-——_ 


Start with a stopblock. Clamp the stopbiock in position to provide just a bit of extra length on 


the workpiece. allow about %'. 


Join the band. & band clamp is ideal for assembling a frame, Turing the handle cinches up the 


band and spreads pressure equally to each comer clamp. 


side of the blade and pivot the blade to the 
opposite 45° setting [Photo C]. 

Now it’s time to see how you've done. Test 
for perfect alignment by dry-clamping the 
frame without glue [Photo D]. The inside and 
outside of each corner should fit without any 
gaps. When you're satisfied with the fit, 
apply glue to each mitered edge, making 
sure each edge aligns perfectly, and reclamp. 
Pieces can slide a bit as the clamp is tight- 
ened, so readjust as necessary. I apply mod- 
erate pressure with the clamp to assure good 
glue and edge bonding. When mitered edges 
fit well, there is no need for excessive clamp- 
ing pressure. Allow the glued-up frame to 
cure overnight and you're ready to add glass 
and a picture. 


P— 


> Check out three 
editor-tested band 
clamps. 
woodmagezine.com/ 
bandclampreview 
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Troubleshoot the gaps 

Did your miters go awry? Here are fixes for 
some of the more common problems you 
may encounter, 

During the dry-clamp test you notice that 
three of the miters meet nicely but the fourth 
shows a gap. If the gap is all but impercepti- 
ble, quit while you're ahead. Many wood- 
workers strive for that elusive perfection 
only to find that the joint was fine before 


PToreduce the they decided to “fix it.” Sometimes, just a 
moisture-wicking effects hint of glue rubbed into the joint and then 
when gluing end grain,| sanded allows a bit of fine dust to mix with 


spread a thin layer of glue 
on each mating surface 
and wait five minutes. 
Then, | reapply glue as 
usual and clamp the joint. 


the still-wet glue and fill that spot that no 
one would have seen anyway. 

If the gap is pronounced, or if gaps show at 
each miter, attempts to fix them will result in 
changes to the length of all the sides and will 
mean that your initial alignment of the saw 
needs to be rechecked and all the pieces recut. 

If the gap is small, you can remove a 
minute amount [Photo E] from the heel or 
toe to correct the misalignment, as shown in 
Photos F-I. A couple of attempts will usually 
fix small gaps. 

I prefer using the shim over trying to fine- 
tune the miter angle of the saw because I can 
more easily control how much material is 
being removed, and where. 

Armed with your newfound skill and 
confidence in making a simple frame, it’s 
time to think about new profiles and adding 
accents and inlay to your frames. Think of 
the possibilities! 


Fix the heel. To trim more from the toe ofthe miter than the heel, place a sticky note or 
business card shim between the fence and the end of the warkpiece nearest the blade, 
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‘Avoid the teeth to shave a whisker. With the saw off and the blade held down, slide the edge 
of the mitered molding against the blade body (not the teeth). While holding the molding in 
place, raise the blade, tur on the saw and cut the molding’ edge. The amount of material 
removed equals the offset ofthe blade's teeth from the body of the blade. 


Try a better joint 

Gluing miters means joining end grain—not the best glue joint. I've found that with a 
well-ftted joint, PVA glue (Titebond, Elmer's etc.) applied and clamped correctly, 
results in a strong frame. Large or very heavy frames may benefit from comers 
reinforced with splines or pin nails, or you might even opt for a half-lap or bridle joint. 
Like the look of miters, but want the strength of half laps? Try a mitered half-lap. 
woodmagazine.com/miteredhalflaps 


Fix the toe. Cutting more of the heel than the toe is done the same way, with the sticky note or 
business card placed between the fence and the far end of the mitered stock 


n 
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Choose Your Chainsaws 
For light-duty work and smaller trees 


Echo CS-400, $300 

40ce engine, 16-18" bar length 

The CS400 has few frills, but it starts easily, 
runs and cuts well, and handles nicely. It’s 
ideal for a woodturmer. And, it comes with a 
5-year warranty. 

800-432-3246, echo-usa.com 


>The two-cycle 
engines on all of these 
saws require an oil/ 
gasoline mixture, Avoid 
ethanol-blended gas 
or any gas older than 
three months that's 
not been treated with 
a stabilizer. 


For heavy-duty work and larger trees 


Echo CS-590, $400 

60ce engine, 18-20" bar length 

For a low price, you get a saw with plenty of 
power to take down large trees, yet it's nimble 
enough to handle for hours without getting 
fatigued. And it has Echo's 5-year warranty. 


Husqvarna 550XP. $600 
50cc engine, 13-20" bar length 

Although the 550XP has a smaller engine and 
weighs less than the models above, it cuts like 
a larger saw. The engine never bogged down 
during cuts, and vibration was the least among 
the group 

we tested. 
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Stihl MS251CBE, $379 

45cc engine, 16-18" bar length 
We love this saw for its easy start. Rather than 
pull the cord fully as with other saws, you 
make three short pulls and it fires 
up. It also has toolree chain 
adjustments. 

800-467-8445, stinlusa.com 


>When cutting 
with @ chainsaw, 

the fuel mixture and 
bar-lubricating oil 
typically run out about 
the same time, so 
remember to fill both 
at each interval. 


Stihl MS291, $500 

55cc engine, 16-20" bar length 

The successor to the Farm Boss (Stihl’s, 
top-selling chainsaw for years), the MS291. 
combines a strong engine with a well-balanced 
body. Its two-stage air filtration 

extends the filter life 


> Read reviews of 
other chainsaws. 
reviewatool.com/ 
chainsaw 


Husqvarna 576XP $900 

73cc engine, 15-28" bar length 

Not only does this beefy saw drop trees 
with ease, but it also has the 
muscle to work in either of the 
chainsaw mills featured on page 

75, That power comes with extra 
weight, though, so make sure you're 
up to hefting this saw around, 
800-487-5951, husqvama.com/us 


iz 


Move Logs Easily 
LogRite cant hooks, $95—115 each 


Available with 36", 42", 48", and 60" 
aluminum handles, these cant hooks work 
great at helping you roll logs. The textured 
rubber grips prevent hand slippage, and the 
hooks grab logs for ideal leverage. We like the 
48" handles best because they provide 
adequate leverage without being too 
cumbersome. 

800-631-4791, logrite.com 


: nee : a 
Cant hooks 


Protect Yourself 
Stihl ProMark forestry helmet, $70 


Worn in conjunction with safety glasses, this 
helmet protects your head from falling or 
scratching limbs. The steel-mesh face screen 
keeps out flying debris, and the NRR 25-rated 
earmuffs dampen engine noise. A no-brainer— 
to protect your brain. 

800-467-8445, stihlusa.com 


Stihl ProMark protective chaps, $90 
Waist sizes 30-42" 

These heavy-duty chaps protect your legs from 
a moving chain. Multiple layers of cutretardant 
material shred and bind up the saw before it 
can cut into your leg. 


LogRite ATV Arch, $1,750 

This ingenious tool, made of heavy welded 
steel, hooks up to an all-terrain vehicle or 
‘small tractor via a 2” ball hitch. Wrap a cable 
around the log and lift it with the winch, taking 
most or all of the log's weight off the ground. 
That makes it easy to pull, and keeps 
blade-dulling dirt off the log. LogRite says it will 
hold up to a 25"-diameter log with a maximum 
weight of 2,000 pounds. 
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>We recommend 

a chainsaw with at 
least a 70cc engine 
for use in a chainsaw 
mill. Lesser-powered 
saws will struggle, 
use more fuel, and 
wear out quicker. Get 
as long a bar as you 
can, depending on the 
capacity of the mill 
and saw. 
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Turn Logs into Lumber 


Granberg MK-III Alaskan mill 

8 sizes from 24" ($235) to 84" ($400) 
(Chainsaw not included) 

A chainsaw mill provides the lowest price point 
for a do-it-yourself lumber mill, and you can 
hand-carry one right to the log. The Granberg 
Alaskan mill, with few frills (and a lot of your 
own labor), may not be elegant, but it makes 
good lumber. To begin, you rig up a flat, 
Straight reference surface, such as a 2x8, on 
top of the log to register the mill for the first 
cut; succeeding cuts then reference off the 
freshly cut face. We recommend cutting boards 
2-3" thick to minimize waste and labor. After 
the lumber dries, resaw it on your bandsaw to 
make thinner stock. 

800-233-6499, granberg.com 


Keep the Chain Sharp 


Lee Valley hand-crank 
chain sharpener, $132.50 


(Sharpener $409; carbide burr $23.50) 
Inevitably, you'll have to sharpen the chain on 
your saw, and doing it with this unit beats 
handfiling by a long shot. Simply clamp the 
device onto the bar, align the burr (think of this 
as a spiral carbide router bit) with a tooth, and 
then rotate the handle and burr until sharp. 
Repeat for all teeth. 

800-871-8158, leevalley.com 


Wilton hitch vise, $200 

This vise fits into a 2" receiver hitch on your 
truck or SUV, providing a solid workholder in 
the field. The 6" jaws open to 5%" (horizontal) 
with a 5" throat depth (vertical). We love it for 
holding a chainsaw for sharpening, but it also 
holds lumber for cutting, drilling, or routing. 
800-274-6848, wiltontools.com 


Logosol M8 mill, $1,800 

(Chainsaw not included) 

Though the M8 requires a more sizable 
investment than an Alaskan mill, it requires 
much less effort to saw logs. Once you mount 
the saw to the carriage and secure a log in 
place, simply crank a handle that pulls the saw 
through the log via a cord-and-pulley system. It 
also has precise depth-of-cut markers for 
establishing board thickness. This 18' mill can 
cut logs up to 16° long and as wide (log 
diameter) as your bar length allows. 
800-322-4539, baileysonline.com 


>To make your saw 
work more efficiently 
ina mill, use ripping 
chain rather than 
standard chain. You'll 
find it at chainsaw 
dealers. 


>A bandsaw log mill 
works great for sawing 
lumber because it 
cuts a thinner kerf 
than a chainsaw—less 
waste—but it requires 
a greater investment. 
Entry-level bandsaw 
mills start at about 
$4,000, and the more 
options you add, the 
greater the price. You 
can find a bandsaw 
mill owner to custom- 
saw logs for you by 
using locator services 
on the manufacturers’ 
websites. 
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This simple technique repairs damaged veneer. 


heartbeat you can cut right through the thin face 
veneer on plywood. On highly visible workpieces, 
such asa cabinet top, you'll probably need to replace the 


G eta little too aggressive with your sander and in a 


Create some grain. The grain on the layer beneath the veneer runs 
perpendicular tothe surface layer. Use a sharp razor knife to replicate the 
surrounding veneer grain pattem in the substrate. Make some shallow slices 


and some slightly deeper 


vt 
1c UA ud | 
‘Add in some rays. Use a fine-tip dark-brown pencil to draw in ray flecks, 
‘overlapping them onto the surrounding veneer. Let the nearby grain guide the 
length and spacing of your rays. 
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Note: This fix works 

only on lumber-core 

plywood. With 

IDF-core plywood, 
the substrate will 
absorb finish and turn 
dark, so either replace 
the part or patch the 
veneer, Test your 
technique first on scrap, 
especially when 
working with a dark 

j veneer, such as walnut, 
ht that contrasts with the 
yf light-color core plies. 


damaged workpiece. But it might be worth trying this 
trick first. If the damaged spot is in an inconspicuous 
location, it might never be seen. Practice on scrap, then 
work on your project. What have you got to lose? 4 


ee a | f 
M 1 $1 20S Al wl 

Blend to match color. Using yellow, tan, and light-brown colored pencils, 

blend the sanded-through area withthe veneer, Long strokes inthe direction of 


the grain help enhance the grain look. 


Where's the fix? 


Complete the cover-up. With the spot camouflaged, spray on a coat of 
clear shellac to seal the wood—brushing may it the colored pencil marks, 

A coat of gel stain provides a uniform color. Create additional “grain” by lightly 
wiping on a second coat of gel stain over the spot, leaving light streak marks. 
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Its the best thing you can do for your tools. 


— DMT® k 


— Nooil needed 


MADE IN « 
wa www.dmtsharp.com 
USA 3500 481.944 THE LEADER 
SRCE S78 IN DIAMOND SHARPENING 


DMT® is a proud funder of ROUGH CUT- 
Woodworking with Tommy Mac 


Table Extension Slides 


Order Onlin | 


lizer Slides Standard Slides 
Pedestal & Standard Table Slides 


Accommodates 26” - 120” Openings 


Same Day Shipping Available 


0 www.bu et 


it Us at AWFS Booth 4810 


www.quickscrews.com 


Hinge Screws 


Drawer 
Slide Screws 


Edge Screws 


& much more! 


Free Freight on Orders Over $100. 


Totally totable 


Blade 
Caddy 


Tien are like teenage siblings: 


If you put them in close proximity to 

each other for an extended period of 
time, someone's going to lose some teeth. 
Keep those blades separated and protected 
with this simple blade caddy. Cut nine 8x12" 
pieces, four from '4" plywood and five from 
14" plywood. Cut blade pockets in each of the 
Y4" pieces and a handle in the oversize back 
[Drawing]. Sand the cutout edges smooth. 
Glue the layers together, sandwiching the 4" 
ones between 4%" pieces. When dry, finish 
the assembly with spray lacquer. 


holes 


78 


Tip! Give up this assembly one layer 
ata time to prevent the pieces from sliding 
cout of alignment under clamping pressure. 
Or, for quicker assembly, glue and brad-nail 
each layer to the one behind it, except only 
‘slue the outer face. 
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How Does Harbor Freight SUPER COUP’ 


Sell GREAT QUALITY Tools 
at the LOWEST Prices? 


We have invested millions of 
dollars in our own state-of-the-art with ANY PURCHASE 
quality test labs and millions more 3-1/2" SUPER BRIGHT 


NINE LED ALUMINUM 


in our factories, so our tools will go FLASHLIGHT 
toe-to-toe with the top professional optea8 
brands. And we can sell them for 

a fraction of the price because we 

cut out the middle man and pass 


the savings on to you. It’s just that 
simple! Come visit one of our 
600 Stores Nationwide. a {ON TV EY A) 1 
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VIN 10 


SUPER C' 42" SLIDING COMPOUND 
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18 GAGE OAC 2 WITH LASER GUIDE 
‘LOT 62255/68021 shows . (EW, CHICAGOBELECTRIG: = - 

NEW) cressttn 
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FREE NITRILE GLOVES 
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5 DRAWER y HARDY om 

/ + Simil. thickness 8496/6136 
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Lor 69006/60715 | 10747873 ene capaci ‘Lor 
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RAPID PUMP® 7.5 TON 

ALUMINUM RACING JACK 
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© Over 25 Million Satisfied Customers = * Lifetime Warranty oo au tana Toots 


600 Stores Nation 
HarborFreight.com 800-423-2567 
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act Under Pr 
These easy-to-carry air compressors handle many shop 
needs, including pneumatic nailing. Here are four of 


Rolair C10, $240 \ 

25-galon tank Durable 

Fill time from empty: 60 seconds ‘Makita MAC700, $220 
Recharge time: 17 seconds 2.6-galion tank 

This compressor combines quiet operation Fill time from empty: 60 seconds 

quick tank fills, and compactness better than Recharge time: 22 seconds 

any other. Its oil-free, twin-cylinder pump runs ‘With an ollubricated, cast-iron pump, this compressor should last a decade or 

at a crazy-quiet 62 decibels. The solidly built more. That heavy metal makes this 52-pounder tougher to lug around than most, 
unit weighs 40 pounds, but you can carry It ‘though its cushioned handle helps some. It ran at a reasonable 75 decibels, but its 
easily enough. relatively low pitch keeps it from being bothersome. 

rolaincom 800-462-5482, makitatools.com 


Fast filler \ Lightweight 
Bostitch CAP1512-OF, $150 Makita ACOO1, $170 
1.2-gallon tank ‘gallon tank 
Fill time from empty: 37 seconds Fill time from empty: 2 minutes, 15 seconds: 

Recharge time: 12 seconds. Recharge time: 53 seconds 

Although this oil-free compressor runs at 82 decibels, it fills the tank so quickly you'll For its weight (23 pounds), this unit does a nice job keeping up with brad 
hardly notice the racket. And it fills to 150 psi, giving you longer periods between nailers and pinners. Larger nailers could need more pause between 
recharges than similar-size models that top out around 135 psi. This 24-pound ‘shots, depending on your nailing speed. It's nearly as quiet (63 decibels) 
‘compressor carries easily and includes a convenient cord wrap. as the Rolair, and easier to carry. 

800-556-6696, bostitch.com 


a continued on page 82 WOOD magazine October 2015 


Before youn 
pull the: rigger 


REVIEWANOO! 


Find out how real users and experts alike rate the tools 
you're considering, from tape measures to tablesaws. 
Then, find your best deal instantly from select online 
retailers. Plus you can share your opinions on the tools 
you love...and the ones you loathe. 


reviewatool.com 


Foreman pocket-hole machine (no. DB210), $400, Kreg Tool, 800-447-8638, kregtool.com 


[fess updated Foreman pocket-hole 
IXmachine brings the production speed of 
a cabinet shop to the home workshop. This 
110-volt benchtop machine bores one 
pocket hole at a time, but at a rate far faster 
than a drill and clamp-on jig. Granted, it’s 
not an industrial machine, but if you make 


a lot of face frames or cabinets, this can bea 
real time-saver. 

To use the Foreman, butt your workpiece 
against the fence and pull the handle- 
mounted trigger, powering the motorized 
drill bit inside the machine. As you pull 
forward on the handle, a clamp secures the 
workpiece and the bit plunges into it from 
below, creating the pocket hole. After two 


‘Automatic clamp 


months of heavy use, the bit still bored pre- 
cise holes free of tear-out. 

Spring-loaded stops built into the fence 
let you position a workpiece side-to-side for 
repeatable drilling. Both the fence and stops 
maintained spot-on placement without 


slipping 
—Tested by Bob Hunter, Tools Editor 


Fence lock 


8" bench grinder (80-805), $140, Rikon, 877-884-5167, rikontools.com 


ikon’s 1,750-rpm grinder, below, comes with well-balanced 60- 
and 120-grit silicon-carbide wheels, and performed nicely 
shaping and sharpening all my chisels and turning tools. But the 
aluminum tool rests—which adjust tool-free—attach to the thin 
steel wheel guards rather than the cast-iron base and flexed slightly 
under heavy grinding. The left rest has a molded groove for sharp- 
ening twist drill bits—an uncommon task, in my opinion—and 
rendered the rest difficult to use for other tools. 


" bench grinder (JWBG-8), $330, Jet, 800-274-6848, jettools.com 


Jets big, beefy grinder, also a slow-speed model, features two qual- 
¥ ity Norton wheels: an 80-grit 3X ceramic (blue), and a 100-grit 
aluminum oxide. They ran smoothly and cut well without overheat- 
ing. Perpendicular lines etched into the tool rests help align tools 
when grinding, but the tool rests often worked loose during use. I 
found the built-in angle indicator for the rests difficult to read and 
unreliable, and the wrench needed for adjusting the tool rests isn’t 
included. I expected more for this premium price. 


—Tested by Brian Simmons 
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The Cyclone Rake leaf and 
lawn vacuum will transform 
your working weekend into an 
easy ride in the park and cut 
your Fall leaf cleanup time in 
half or more! 

So put away the hand-held 
take, take back your weekend, 
and have the best looking 
property inthe neighborhood. 


© Hitches to nearly any 
riding mower. 


Upto a 10HP engine-driven 
JetPath® Vacuum System 


* Up to 415 gallon capacity 
+ Easily folds up for storage 
Plus, it's backed by our 


ca: 1-800- 313-1128 
CycloneRake.com 


Use Discount Code WIM1015 when you call, or enter it on our website for a special offer 
‘on any Cyclone Rake purchased by 12/30/2015. 


erry, Walnut & more 
laos Drotlc Woods 
Baltic Birch pl 
No Minimum Order 
> Friendly Service 


yonline ordering, & week woodring tips 


| www. 2010 


Lumber specia s, €@ 


TOUGH 


Dries Natural 
Color, No Foam 


GLUE 


Gorilla Wood Glue's 
premium formula 
creates a cross-linking 
bond to provide superior 
strength with a Type I 
water resistance, 
indoors and out 


For the Toughest Jobs 
on Planet Earth” 


www.gorillatough.com 


©2015 The Gorila Glue Company 


TOOLS & MATERIALS 


12" bandsaw joins General International lineup 

no. 90-040M1, $560 

With a 1534x2144" cast-iron table, welded steel frame, 12" throat capacity, and 
644" resaw capacity, General International's 90-040M1 gives you a good option 
for an entry-level bandsaw. This 74-hp saw has a miter gauge, dual-position rip 
fence, and an open-leg stand that locates the table 37%" above the floor. The 
dust-collection port comes equipped to hook up directly to 2", 3°, and 4" hoses. 
888-949-1161, general.ca 


NEW AND NEXT 


Install drawer slides with new Rockler jig 

Universal Drawer Slide Jig, $30 

Rockler’s Universal Drawer Slide Jig holds in position ball-bearing and epoxy- 
coated drawer slides (side mount and center mount) to ensure precise 
installation. A sliding lock wedge secures the slide, and you press the jig against 
the face of the cabinet, which levels and squares the slide and positions it with 
the proper setback. Cutouts in the jig body allow you to drill mounting holes and 
screw the slide in place. 

800-279-4441, rockler.com 


Cordless saw with “cruise control” 

18-volt 642" circular saw, $200 (XSHO3Z, saw only); $409 (XSHO3M, with two 
batteries and charger) 

Makita’s newest lithium-ion-powered circular saw has a “smart” motor that 
Makita says amps up when the sawing gets tough: A brushless motor and 
“Automatic Speed Change" technology maintain speed (the blade spins at 5,000 
rpm) and torque as you cut. You can buy the saw with a pair of 4.0 amp-hour 
battery packs and charger, or just the tool if you already have Makita 18-volt LXT 
batteries 
800-462-5482, makitatools.com 
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LOWEST PRICE EVER 


Oon_DR®.Leaf and 


Lawn Vacuums! 


NEW { 
Models 


‘The NEW DR® Leaf Vacuum is designed from 
the top down to make yard clean up easier, 
faster, and more thorough than ever before. 
‘And for a limited time we are offering them at 
incredible low introductory prices! 


Rated #1 in Vacuum Power 
(| Easy, 1-Hand Dumping 
Stores Flat in Minutes 
{ Converts to a Rugged Trailer 


FREE SHIPPING | Call for FREE DVD and Catalog! 
ieee i 877-201-9888 
“Glee goonine orders. DRleafvac.com 


ENGRAVE IT. CUT IT. MARK ia 


The Finishing Touches Start Here 


EL 


The Proof is in the Results 
Creating your own inlays, custom cabinets, 
and photo engravings has never been so 
easy. Epilog’s versatile lasers allow you 
to etch, engrave, and cut intricate shapes 
and designs in a matter of minutes. 


To request a brochure, DVD, and samples, contact us at: 
epiloglaser.com/bhg * sales@epiloglaser.com + 888-437-4564 


Hydraulic 
Log Splitter! 


it's practically maintenance 


free, There are no hydraulic pumps, valves, | 


pistons, hoses or fluid to leak or replace 


than 
hydraulic splitters! © — EVER. 


kere) 


its cast iron flywheel and 
hardened steel components show almost 
no wear after splitting 
500 cords 

itis the world’s fastest splitter. 
Splits anything a hydraulic splitter will — 
but in one-sixth the time! 


1 YEAR 
ERE |TRiaL| Sao, 


SOME LIMITATIONS APPLY. CALL OR GO ONLINE FOR DETAILS. 


88552K © 2015 


prieiacite a 
Smooth Ride 


‘ALSO GREAT FOR 
HORSE RINGS, BALL FIELDS, 
AND PARKING AREAS! 


DR® POWER GRADER f 


your ATV or Riding Mower to | 
remove ruts, potholes, and washboard. 


from your 
towing vehicle so there 

are no control 4 
cables to snag. 


by loosening and 4 T 3 
redistributing HH 
existing 3 
driveway A 
material 3 


Call for a FREE DVD and Catalog! 


Includes product specifications and factory-direct offers 


TOLL 
FREE 


a 


877-201-9888 we, 
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The uses ly { 
carbide-tipped cutting teeth (taking 1,866.963.5580 —_ 1 
360 “bites” per second) to reduce any re 


Grind Away ANYs. 
Size Stump) FAST! 


fi 


www.bun-feet.com 


stump to a pile of woodchips. Grinds 
stumps below ground level so they are 
gone forever! 


+ Quickly eliminate any stump N 
without digging, burning, 
or chemicals. 

+ New, more powerful and 
lower-priced models. 

+ Now towable with goal 
your riding mower 
or ATV. 


FREE SHIPPING 


SOME LIMITATIONS APPLY 


Call for FREE DVD and Catalog! 


Y \'t waste time and money on 
‘wood, use a moisture meter 


Buy a meter from Lignomat for: 
y better quality 

v better accuracy 

v better warranty 

v better customer service 


$8548 © 2015 


roureee TT 


877-201-9888 (>=): 
DRstumpgrinder.com | Sa 


800-227-2105 
www.Lignomat.com ¥ 
www.wood-moisture.com 


The Best Baltic Birch 
Shipped right to your door? 


© 1/8" to 3/4” thick always in stock 
@ Starting at $16.99 /sheet 

© Get any size you need 

© Enjoy friendly service 


] Easy online ordering. with Woodworkers Source : 
| www.BalticBirchPly.com 


| = | (21-9525) PayPal 800-423-2450 


=TOP TOP 


\ OFTHE OF THE 
Ss MORNING NOGGIN 


‘Maz Travel tuber 


10 cotton cap s1995 


GET YOURS 
TODAY 


CONVERTS 1-PHASE to 3-PHASE POWER! ; 
1-800-962-6976 woodmagazine.com/fanshop 
www.phase-a-matic.com 888-636-4478 


0 ial 


Stand-Alonesj 
Baghouses & more 


* Optimum Performance 
aera 
—- 
“os ED 
pa 


We Design & Fabricate Custom Filter 
Bags That REALLY WORK! 


Sign up for the WOOD Store’ Deals newsletter for discounts, specials, 
and the latest product news from the WOOD Store. 


woodmagazine.com/woodstoredeals 


Now, turn a $5 board into $75 
worth of high-dollar molding in 
less than one minute! Over 600 
pattems plus curved molding, 
‘Tongue & groove, picture frame 
stock, custom work. Quickly 
CONVERTS to molder, planer, 
sander, saw. 12", 18" & 25° 
models, 60-Day Free Trial, 5 Year 
Warranty. Made in USA 


4 
www.woodmastertools.com 
Toll Free 1-800-821-6651 Ext. P385 
ooénaste Tol, ne. 1431 NToping he, Kansas ly MO 64120 


woop WOOD Store Deais fg WOOD WOOD Store Deals 


cog 


OR BUY THREE 
W4 


FREE! 


woop WOOD Store Deals 


PERFECT FOR: <a 2 

« Sensitive financial documents 
+ All burnable household waste* 
« Old leaves and branches 


lightweight, durable, and portable (it folds for 
easy storage) 


and sidewalls maximize 
airflow and trap embers. 


oe 


No more UNSAFE and UNSIGHTLY rusty barrel! 
‘Always chec local ordinances before burning, 


Call for FREE Information Kit! 
TOLL-FREE THT fh 
877-201-9888 |\0)5}") 

 / 


BurnCage.com 
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thorough burning 
with less ash, 


og 


Wuat’s AHEAD 


A GLIMPSE INSIDE THE NOVEMBER ISSUE (ON SALE OCTOBER 6) 3 


Hidden-door 
bookcase 

Like a moll in a 
mystery novel, this 
beautiful swinger has 
secrets. Install it over 


an existing doorway Big-box-store 
to conceal your lumber) 
hideout. We give yOu the gums | 

lowdown on 

Limbert end table buying and working 

Build a graceful with wood from 

Arts & Crafts piece home centers. 

this weekend from 


only five parts. 


This comely 
rocker's tough 
enough to 
survive even the 
terrible twos. 


Child's rocking» 
. < chair 


Circular logic 
Nothing abstract here: Our shop 
tests deduce which of 10 electric 
 cicuiar saws is arguably the best 
for your shop. 
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Engineered 


Equipped with a powerful SOOW motor and all-metal gearing, the Triton 
Eccentric Orbital Sander tackles the most demanding sanding and 
Polishing tasks with two sanding modes in one tool. 


A forced orbit rotation mode is used for rapid material removal on the 
toughest surfaces, while free-run random orbit mode delivers fine, 
uniform sanding results for perfect finishing. 


For every sanding task, the Triton TGEOS gets you through the tough 
starts to leave a fine finish. 
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‘ with Radical New 


, 2 
, = al Nev 
LZ Fusion Trio 
Wy ~ Tooth Design 
~ 
{) 


Now the most technologically advanced general purpose 

blade on the market includes an one-of-a-kind tooth 

geometry with 30 degree Hi-ATB, a double side grind design, 

and an Axial Shear Face Grind to produce the ultimate polished 

m™ finish with minimal resistance! Whether you're ripping or 
crosscutting, the next generation Premier Fusion blade is the 
best for flawless cuts in laminates, melamine, veneered plywoods, 
hardwoods, softwoods, and thick stock lumber. 


and sheet goods with 
minimal resistance 


For more information visit: www.freudtools.com/premierfusion 
To find a Freud Certified Sharpener near you visit: www.freudtools.com/sharpen 


.gistered trademark of Freud America, Inc. ( 


